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The print-out information © being made available at thie time as the most efficient 
means of sharing this information with architects and preservation specialiets who 
are working in the public and private sectors. niries are arranged alphabetically by 
producti name. individual treatment categories include bonding agents, chemical 
cleaning products, consolidants, paint removers, and water-repelient and waterproof 
coatings, An /ndex of individual product names and product types is also included. 
The actual entries are preceded by & sample date sheet which explains the 
information provided on each Product Information Sheet 


Individual copies of thie first print-out have been distributed by the Preservation 
Assistance Division of the National Park Service to regional offices of the National 
Park Service, to State Historic Preservation Offices, and to Federal representatives 
with historic preservation review responsibilities 


Listing does fot constitule an endorsement, either expressed or implied, by the 
National Park Service or the Georgia Institute of Technology of the manufacturers or 
products included here. Comments on the usefulness of this information and 
suggestions for additional products are invited and should be addremed either to 
Anne Grimmer, PAD-424, National Park Service, P.O. Box 37127, Washington, DC 
20013-7127, of t John Myers, Center for Architectural Conservation, Georgia 
Institute of Technology, Atlanta, GA 30332. 
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INDEX BY PRODUCT NAME 


101 G ~ Granite, Terra Cotta, & Brick Cleaner ~ p.! 
101 Masonry Restorer - p.2 
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WO} Waterproofing Preserver - p.4 

505 Special Coatings Stripper - p.5 
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Keim Losil L - 9.28 
Leeder 700W - p.29 

Limestone and Marble Cleaner and Brightener - p.30 
Limestone and Precast Clean’r - p.3! 
Limestone and Precast Sealer - p.32 
Limestone Cleaner Pre-Rinse - p.33 
Limestone Neutralizer After-Rinse - p.34 
Marble and Limestone Pre-Cleaner - p.35 
Marble Cleaner - 9.36 
Metalife Clear Cladding - p.37 

Mineros Limestone Cleaner - p.38 

Nova Epoxidized X-70 Sealer - p.39 

OH Stone Strengthener - p.40 
Ombrella 9100 - p.4! 
Ombrelia 9500 - p.42 

Peel Away | - p.43 

Peel Away Il - p.44 

Prime-A-~-Pell 200 - p.45 
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INDEX BY PRODUCT TYPE 


Silex H Stone Strengthener - p 47 


Silex OH Stone Strengthener - p.48 


OH Stone Strengthener - p.40 


H Stone Strengthener - p.25 


Sure Kiean Weather Seal H 40 ~ p.79 
Strippable Masking (Clear) - p.75 
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Custom System 45 - p.2! 
Sure Klean Graffiti Control - p.59 
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INDEX BY PRODUCT TYPE 
WATER-REPELLENT COATINGS (Continued) 


Ombretia 9100 - p.4i 
Ombrella 9500 - p.42 
Prime~-A-~Pell 200 - p.45 
Sure Klean Weather Seal 201-GP ~ p.77 
Sure Klean Weather Seal 224 - p.78 
: Sure Klean Weather Seal Siloxane - p.80 
Sure Klean Weather Seal Special Siloxane - p.8! 
Sure Klean Weather Seal SS - p.82 
System 90-L - p.86 
Thoroclear 777 - p.90 
Thoroclear Special - p.9! 
Ultra-Kilean Heavy-Duty Water-Repellent - p.93 
Ultra-Klean Regular Water-Repellent - p.95 
Water Seal 10! - p.99 


WATERPROOF COATINGS 


Chemstop Heavy Duty - p.i4 

Chemstop Regular - p.15 

Limestone and Precast Sealer - p.3! 

Sure Klean Acrylic Weather Seal - p.49 
Sure Klean Blok-it - p.50 

Sure Klean Heavy Duty Weather Seal - p.64 
Terrazotone - p.88 

Versacry! E #125 - p.96 

Versacry! E #90 - p.97 

Versacry! S - p.98 





WOOD NEUTRALIZERS 
101 WN - p33 








MASONRY PRODUCT INFORMATION - RECORD KEY 
PRODUCT NAME: MANUFACTURER'S TRADEMARKED NAME FOR PRODUCT 


MANUFACTURER: (None - Explanatory Form) Company Making Product 
SUBSIDIARY OF: Parent Company 
ADDRESS: Number /Street 
City, ST Zip Code Country 


CONTACT: Manufacturer's Rep. TITLE: Rep.'s position 
PHONE: Area Code/Numb 


PRODUCT TYPE: Consolidant/Chemical Cleaner/etc. SPECS ON FILE: 


OTHER NAMES. Other Names for Identical Product CSI NO. 
COMPOSITION: Chemical Composition 


DESCRIPTION: Manufacturer's Product Description 


SUBJECT MATERIALS: Manufacturer's List of Subject Materials for which the Pro- 
duct is intended 


METHOD OF APPLICATION: Manufacturer's Recommended Methodology for Treatment 


PRECAUTIONS: Manufacturer's Precautions for Product 


POSSIBLE ADVERSE EFFECTS: Manufacturer's Warnings for Possible Adverse Effects 
on subject materials 


TESTS/REPORTS: Tests Resuits Available on the Product or Reports/Articles in 
which the Specific Product or its Type are Discussed 


SPECIFICATION ON FILE: 


PRESERVATION CONCERNS: Product effects which may be of Special Interest or 
concern to Restoration/Preservation Professionals 


PROJECT EXAMPLES (DATE APPLIED): Buildings which have had Product Treatment 
C=NPS Census Bidg.; SC=NPS Short Form Census Bldgs; HABS=Hist.Amer.BidgSurvey; 
NHL-=Nat.Hist.Landmark,; NR=«Nat.Register, HPF«Hist.Pres.Fund; TRA=Tax Act Proj; 
NPS=NPS-owned; PM=Prod.Manuf. Info. 


DATE ENTERED. 01/01/01 BY WHOM: Data entry person/organization 
LAST UPDATE: / / 
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PATENTED. 














PRODUCT RECORDS IN ALPHABETICAL ORDER 











MASONRY PRODUCT INFORMATION 
PRODUCT NAME; 101 G - GRANITE, TERRA COTTA, & BRICK CLEANER PATENTED: yes 
MANUFACTURER: Diedrich Chemicals Restoration Technologies, Inc. 


ADDRESS: 300 A East Oak Street 
Oak Creek, WI 53154 USA 


CONTACT: James Diedrich TITLE: President 
PHONE: (414) 764-0058 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILE: yes 
CSI NO. 04500 


COMPOSITION: acids, biodegradable detergents, precise chemical content unknown - 
see Possible Adverse Effects 


DESCRIPTION: Inhibits the “rust” discoloration and the common yellowing caused 
by moisture in granite. Removes airborne dirt, carbon, rust, mildew, algae, 
fungus, efflorescence, etc. 


SUBJECT MATERIALS: brick, granite, terra cotta, tile 


METHOD OF APPLICATION: Apply test patch. Apply one coat of product with brush, 
roller, or low-pressure spray. Apply product diluted according to directions. 
Allow 3-5 min. dwell time. Remove product with water rinse. 


PRECAUTIONS: Avoid contact with skin and eyes. Protect aluminum, glass, painted 
surfaces, shrubbery, and asphaltic materials from overspray. Apply at tempera- 
ture above 40F. 


POSSIBLE ADVERSE EFFECTS: Product can etch aluminum and glass. Product may have 
a bleaching effect on masonry if not diluted. 


TESTS/REPORTS: Brochure by Diedrich Chemicals, "Restoring America’s Landmarks" 
1984; Milwaukee Journal article, “Mansion Awash with New Life", June 6, 1984; 
Diedrich Guidebook for Cleaning Technology, 1983. 

SPECIFICATION ON FILE: yes 


PRESER VATION CONCERNS: Product may etch adjacent materials. Product may bleach 
masonry if not diluted. 


PROJECT EXAMPLES (DATE APPLIED) PM-Home Office of Northwestern Mutual Life 
Insur. Company, Cincinatti OH, granite, NR-Captain Frederick Pabst Mansion, 
Milwaukee WI, terra cotta and brick (1984) 


DATE ENTERED: 02/11/86 BY WHOM: Monica E. Diffenderfer; C.A.C., Atlanta 
LAST UPDATE: 06/02/86 








MASONRY PRODUCT INFORMATION 
PRODUCT NAME: 101 MASONRY RESTORER PATENTED: yes 
MANUFACTURER: Diedrich Chemicals Restoration Technologies, Inc. 


ADDRESS: 300 A East Oak Street 
Oak Creek, WI 53154 USA 


CONTACT: James Diedrich TITLE: President 
PHONE: (414) 764-0058 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILE: yes 
CSI NO.; 04500 


COMPOSITION: combination of acids and biodegradable detergent, hydrofluoric 
acid; precise chemical content unknown - see Possible Adverse Effects 


DESCRIPTION: Cleaner penetrates, dissolves and suspeuus grime for easy removal 
by water rinse. Removes airborne dirt, atmospheric carbon, rust , mildew, algae, 
fungus, exhaust residue, industrial pollutants, efflorescence, lime stains, and 


fire and smoke damage. 


SUBJECT MATERIALS: unglazed brick, clay tiles, concrete, field stone, granite, 
limestone, pre-cast concrete, sandstone, slate, stucco, terra cotta, wood 


METHOD OF APPLICATION: Apply test patch. Apply one coat of product with brush 
or roller. Apply product diluted according to directions. Allow 3-5 min. dwell 
time. Remove product with water rinse. 


PRECAUTIONS: Avoid contact with skin and eyes. Protect aluminum, glass, painted 
a one Ge ee ea 


POSSIBLE ADVERSE EFFECTS: Product can etch aluminum and glass. Product can have 
a bleaching effect on masonry if not diluted. 


TESTS/REPORTS: Brochure by Diedrich Chemicals, “Restoring America’s Landmarks", 
1984; Painting and Wallcovering Contractor Mag., July/Aug. 1985; AIA Masterspec, 
1986; Diedrich Guidebook for Cleaning Technology, 1983. 

SPECIFICATION ON FILE: yes 


PRESERVATION CONCERNS: Used in high concentrations, HF acid may etch, stain or 
damage masonry substrates. HF acid will attack calcerous surfaces; will etch 


polished or glazed surfaces. 


PROJECT EXAMPLES (DATE APPLIED): NR-Historic Walker's Point, Tivoli Palm Garden, 
Milwaukee WI, brick; PM-Wisconsin Telephone Company, Milwaukee WI, brick & terra 
cotta; NR-Jenny Lind Residence, Rockford IL, brick & stone; PM-Elsa’s on the 

Park Restaurant, Milwaukee WI, sandstone 


DATE ENTERED: 02/11/86 BY WHOM: Monica E. Diffenderfor, C.A.C., Atlanta 
LAST UPDATE: 06/02/86 








MASONRY PRODUCT INFORMATION 
PRODUCT NAME, 10! WN PATENTED. yes 
MANUFACTURER. Diedrich Chemicals Restoration Technologies, lnc 


ADDRESS 100 A Bast Oak Street 
Oak Creek, Wi 53154 USA 


CONTACT: James Diedrich TITLE: President 
PHONE, (414) 764-0058 











PROJECT EXAMPLES (DATE APPLIED) HABS-Raiph Boer 
PM-Durham House, Waco TX, wood (1984) PM- Wilbur and 
Akron OH, wood, PM-General George Patton House, Ft. Benning 







DATE ENTERED: 02/11/66 BY WHOM Monica E. 
LAST UPDATE: 06/02/86 















MASONRY PRODUCT INFORMATION 
PRODUCT NAME 30) WATERPROOFING PRESERVER PATENTED: yes 
MANUFACTURER Diedrich Chemicals Restoration Technologies, Inc. 


ADDRESS 300 A Last Oak Street 
Oak Creek, Wi 53154 = USA 


CONTACT: James Diedrich TITLE: President 
PHONE, (414) 764-0058 





internal water vapor to escape. It also fills the hairline cracks in 
and where mortar and masonry meet 





SUBJECT MATERIALS brick, concrete block, mortar, stone, stucco, wood 





METHOD OF APPLICATION: Apply test patch. Begin with 


clean, dry surface. Apply 
one coat of product with brush, roller or low-pressure spray 











PROJECT EXAMPLES (DATE APPLIED): 











MASONRY PRODUCT INFORMATION 
PRODUCT NAME, 905 SPECIAL COATINGS STRIPPER PATENTED: yes 
MANUFACTURER: Diedrich Chemicals Restoration Technologies, Inc. 


ADDRESS WO A East Osk Street 
Oak Creek, WI 53154 









DATE ENTERED: 02/12/66 8Y WHOM Monica E. Diffenderfer, C A.C. Atlante 
LAST UPDATE: 06/02/86 
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MASONRY PRODUCT INFORMATION 


PRODUCT NAME, 606 CAUSTIC PAINT REMOVER 


PATENTED: yes 


MANUFACTURER: Diedrich Chemicals Restoration Technologies, Inc. 


ADDRESS 300 A East Oak Street 


USA 


Oak Creek, WI 53154 


CONTACT: James Diedrich 


TITLE: President 


PHONE: (414) 764-0058 


PRODUCT TYPE: Paint Remover 


SPECS ON PILE: yes 
CSI NO. 04500 





COMPOSITION: alkaline - specially thickened potassium hydroxide solution 





SUBJECT MATERIALS masonry, metal, wood 











Hit 





BY WHOM: Monica E. Diffenderfer, C.A.C., Atlanta 

















MASONRY PRODUCT INFORMATION 
PRODUCT NAME: 606X EXTRA THICK PAINT REMOVER 


PATENTED: yes 


MANUFACTURER: Diedrich Chemicals Restoration Technologies, Inc. 


ADDRESS. 300 A East Oak Street 


USA 


Oak Creek, WI 53154 
CONTACT: James Diedrich 


TITLE: President 


PHONE: (414) 764-0058 


PRODUCT TYPE: Paint Remover 


SPECS ON FILE: yes 
CSI NO. 04500 


- potassium hydroxide solution, precise chemical composi - 


tion unknown - see Possible Adverse Effects 


based and latex paints and varnishes from 
10 or more layers of paint. 


DESCRIPTION: Dissoives and removes oil- 
exterior surfaces, for 


SUBJECT MATERIALS: masonry, metal, wood 


i 
i 


Wii i 
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BY WHOM: Monica E. Diffenderfer, C.A.C., Atlanta 


DATE ENTERED: 02/12/86 


LAST UPDATE: 06/02/86 














MASONRY PRODUCT INFORMATION 
PRODUCT NAME, ACID GUARD PATENTED: yes 
MANUFACTURER: Diedrich Chemicals Restoration Technologies, Inc. 


ADDRESS. 300 A East Oak Street 
Oak Creek, WI 53154 USA 


CONTACT: James Diedrich TITLE: President 
PHONE: (414) 764-0058 
PRODUCT TYPE: Masking Agent SPECS ON FILE: yes 
CSI NO, 


COMPOSITION: Contains tolvol and ketone solvents 


Clear, liquid vinyl, peelable masking agent to protect glass, metal 
polished marble and granite stone surfaces from the adverse effects of 
corrosive acid or alkaline-based cleaning materials. Also protects against paint 
overspray. 


MATERIALS: glass, granite (polished), marble (polished), metal 


METHOD OF APPLICATION: Begin with clean, dry surface. Apply one coat of product 
with brush or roller. Allow 30 min. drying time. Remove by peeling. 


TESTS/REPORTS: AIA Masterspec 4500, 1986; Diedrich Guidebook for Cleaning and 
Technology, 1983. 


SPECIFICATION ON FILE: yes 


PRESERVATION CONCERNS: 











MASONRY PRODUCT INFORMATION 
PRODUCT NAME: ACRYL 60 PATENTED: yes 
MANUFACTURER: Thoro System Products 


ADDRESS: 7800 NW 3th Street 
Miami, FL 33166 USA 


CONTACT: G.L. Kaudsen TITLE: Dir., Nat. Sales 
PHONE: (305) 592-2081 





DATE ENTERED. 03/07/86 BY WHOM: Monica E. Diffenderfer, C.A.C., Atlanta 
LAST UPDATE: 06/02/86 








MASONRY PRODUCT INFORMATION 
PRODUCT NAME: ARCHITECTURAL 55 PATENTED. yes 
MANUFACTURER: E. A. Thompson 


ADDRESS: 8°5 Crossover Lane, Suite 240 
Memphis, TN Mil? USA 


CONTACT: Wayne West TITLE: Tech. Chem. Rep. 
PHONE: (901) 685-7555 
PRODUCT TYPE: Water-repelient Coating SPECS ON FILE: yes 
CSI NO. 07100 


COMPOSITION: polymerized organic and inorganic solids (no silicones, mercuric 
acids or lead), 5% solids 


DESCRIPTION: Coating to be used on relatively non-porous surfaces that can be 
treated with a lower solids product. 


SUBJECT MATERIALS rough marble (see precautions), facing brick, clay and quarry 
tile, granite, stucco, slate 


METHOD OF APPLICATION Apply test patch. Begin with clean, dry surface. Apply 
one coat of product with brush, roller or low-premure pray. 





PRECAUTIONS Avoid hazardous vapors, provide adequate ventilation Beware of 
2 eee eee Apply at temperature 


POSSIBLE ADVERSE EFFECTS: Stabilized adobe (containing asphalt), limestone, 
stucco colored coats(containing iron compounds), and light concrete may “bleed” 
resulting in discoloration. 


TESTS/REPORTS Test reports furnished by manufacturer upon request. 
SPECIFICATION ON PILE yes 


PRESERVATION CONCERNS: Product may cause discoloration in surface of certain 
materials 


PROJECT EXAMPLES (DATE APPLIED): 





DATE ENTERED: 03/05/86 BY WHOM: Monica E. Diffenderfer, C.A.C., Atlanta 
LAST UPDATE: / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: ASPHALT AND TAR REMOVER PATENTED. 
MANUFACTURER: Nova Chemical Corp. 
ADDRESS: 1520 Erie 


North Kansas City, MO 64116 USA 
CONTACT: Steve Jackson TITLE: President 
PHONE: (816) 221-2712 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILE: 
CSI NO. 04500 


COMPOSITION: hydrocarbon -based emulsifier 


METHOD OF APPLICATION: Apply test patch. Begin with dry surface. Apply one coat 
of product with brush, roller or low-pressure spray. Allow 3-5 minutes dwell 
time. Remove product with water rinse. 


PRECAUTIONS: Protect product from extreme heat, flammabie. 


POSSIBLE ADVERSE EFFECTS Allowing cleaner to dry on surface will cause 
discoloration to masonry. Therefore, RINSE THOROUGHLY. 


TESTS/REPORTS. 


SPECIFICATION ON FILE: 


PRESERVATION CONCERNS: Product will discolor surface if allowed to dry on it. 
Rinse thoroughly. 


PROJECT EXAMPLES (DATE APPLIED). 


DATE ENTERED: 03/10/86 BY WHOM: Monica £. Diffenderfer, C.A.C., Atlanta 
LAST UPDATE: 04/29/86 


eI 








MASONRY PRODUCT INFORMATION 
PRODUCT NAME; BRICK /GRANITE/SANDSTONE/TERRA COTTA CLEANER PATENTED: yes 


MANUFACTURER: Hydroclean Restoration Cleaning Systems 
SUBSIDIARY OF: Hydrochemical Techniques, Inc. 
ADDRESS: P.O. 2078 
Hartford, CT 06145 USA 


CONTACT: Tom Rudder TITLE: President 
PHONE: (203) 527-6350 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILE: yes . 
CSI NO.: 04500 
— acidic; precise chemical content unknown - see Possible Adverse 
ects 


DESCRIPTION: Cleaner is a semi-viscous liquid formulated for cleaning heavily 
soiled masonry surfaces. Removes heavy concentrations of dirt, hydro-carbon soil 
and rust stains and algae. 





SUBJECT MATERIALS: brick, granite, terra cotta, sandstone 


METHOD OF APPLICATION: Apply test patch. Apply one coat of product with brush, 
roller or low-pressure spray. Apply product diluted according to directions. 
Allow 30 minutes or more dwell time depending on project. 








12 











MASONRY PRODUCT INFORMATION 
PRODUCT NAME; CHEM-TRETF 88M PATENTED: yes 


MANUFACTURER: Dynamit Nobel of America 
SUBSIDIARY OF: Dynami Nobel, A. G. 
ADDRESS: 10 Link Drive 


Rockleigh, NJ 07647 USA 


CONTACT: Ruth Gregory TITLE: Asst.Prod.Mgr-ChemTr 
PHONE: (201) 767-1660 
PRODUCT TYPE: Water-repelient Coating SPECS ON FILE: yes 
CSI NO. 07100 


COMPOSITION: 40% isobuty! trimethoxy silane, 60% denatured alcohol 


DESCRIPTION: Water-repelient which chemically bonds to substrate providing 
resistance to water penetration, salt, efflorescence, re-bar corrosion, and 
scaling. Penetrates material |/4" to 5/16", allows masonry to retain permea- 


é 


METHOD OF APPLICATION: Apply test patch. Begin with clean, dry surface. Apply 
one coat of product with brush, roller or low-pressure spray. Allow 30 min. to 
two hours drying time between coats. 


PRECAUTIONS: Apply at temperature above 40F. In low humidity, little reaction 





PM-First Baptist Church, Montgomery AL; SC-Brigham Young Home, St. George 
adobe/brick (1982), SC-Missouri Governor's Mansion, Jefferson City MO, red brick 
with granite trim (1982) 


DATE ENTERED. 02/14/86 BY WHOM: Monica E. Diffenderfer, C.A.C., Atlanta 
LAST UPDATE: 06/02/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME; CHEMSTOP HEAVY DUTY PATENTED: yes 


MANUFACTURER: Chemstop Manuf. & Sales Corp. 
SUBSIDIARY OF: Tamms Indus. Co. 
ADDRESS: 1222 Ardmore Avenue 
Itasca, IL. 60143 USA 


CONTACT: Thomas Hamilton TITLE: V.P. Sales 
PHONE: (312) 773-2350 
PRODUCT TYPE: Waterproof Coating SPECS ON FILE: yes 
CSI NO. 07100 


COMPOSITION: modified aluminum stearate - 7.5-9.0% solids; hydrocarbon solvent 


DESCRIPTION: Clear waterproof coating for very porous masonry. Film lines 
masonry pore walls to block ordinary capillary action. Reduces moisture 
penetration, efflorescence; resists dirt and impurities. 


SUBJECT MATERIALS: concrete block, masonry 


METHOD OF APPLICATION: Apply test patch. Begin with clean, dry surface. Apply 
one coat of product with brush, roller or low-pressure spray. 


PRECAUTIONS: Avoid hazardous vapors, provide adequate ventilation. Protect 
shrubs and asphaltic materials. Apply at temperature above 40F. Avoid treating 
obviously damp surfaces. 


POSSIBLE ADVERSE EFFECTS: 


TESTS/REPORTS: Technical Report by Chemstop Waterproofing, “How to Keep That 

Natural Concrete Look", 1982; Test rpts. by Indiana Limestone, Bedford IN, on . 
col.reten./absorb. rate; NBS Technote #883-Waterproofing Mati's for Masonry,1975 

SPECIFICATION ON FILE: yes 


PRESERVATION CONCERNS: 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED. 02/03/86 BY WHOM: Monica E. Diffenderfer; C.A.C., Atlanta 
LAST UPDATE: 06/02/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME; CHEMSTOP REGULAR PATENTED. yes 
MANUFACTURER: Chemstop Manuf. & Sales Corp. 


SUBSIDIARY OF: Tamms Indus. Co. 
ADDRESS: 1222 Ardmore Avenue 





Itasca, IL. 60143 USA 
° CONTACT: Thomas Hamilton TITLE: V.P. Sales 
PHONE: (312) 773-2350 
PRODUCT TYPE: Waterproof Coating SPECS ON FILE: yes 


. CSI NO.:; 07100 
COMPOSITION: modified aluminum stearate - 4.5-5.7% solids; hydrocarbon solvent 


DESCRIPTION: Clear waterproof coating for above-grade use. Film lines masonry 
pore walls to block ordinary capillary action. Product may be used as a primer 
for painted masonry surfaces. Advertised not to alter color of stone. 


SUBJECT MATERIALS: adobe, brick, cast stone, concrete, limestone, marble, 
mortar, plaster, sandstone, stucco 


METHOD OF APPLICATION: Apply test patch. Begin with clean, dry surface. Apply 
one coat of product with brush, roller or low-pressure spray. 


PRECAUTIONS: Avoid hazardous vapors, provide adequate ventilation. Protect 
shrubbery and asphaltic materials. Apply at temperature above 40F. 


POSSIBLE ADVERSE EFFECTS: 


TESTS/REPORTS: Technical Report by Chemstop Waterproofing, “How to 
Natural Concrete Look", 1982; Test rpts. by Indiana Limestone, Bedford IN, on 

° col.reten./absorb. rate; NBS Technote #883-Waterproofing Mati’s for Masonry,1975 
SPECIFICATION ON FILE: yes 


PRESERVATION CONCERNS: 
PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED: 02/03/86 BY WHOM: Monica E. Diffenderfer; C.A.C., Atlanta 
LAST UPDATE: 06/02/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME; CITRIKLEEN PATENTED: yes 
MANUFACTURER: Penetone Corporation 
SUBSIDIARY OF: West Chemical Products 
ADDRESS: 74 Hudson Avenue 
Tenafly, NJ 07670 USA 


CONTACT: TITLE: 
PHONE: (201) 567-3000 


PRODUCT TYPE: Chemical Cleaner SPECS ON FILE: ye: 
COMPOSITION: water-based non-petroleum hydrocarbon solvent 


DESCRIPTION: Biodegradable cleaner and dogreaser most suitable for industrial, 
transportation and general maintenance cleaning operations. Non-abrasive, may be 
used on painted or unpainted surfaces. 


SUBJECT MATERIALS: brick, concrete, marble, metals, stone, ‘errazo 


METHOD OF APPLICATION: Apply test patch. Apply one coat of product with brush, 
roller or low-pressure spray. Apply product diluted according to 
Remove with water rinse. 


| 


TESTS/REPORTS: “Cleaning External Surfaces of Buildings”, from Bidg. Research 
Est. Digest, Bulletin "C", Her Majesty's Stationary Office, England, Dec. 1983. 


SPECIFICATION ON FILE: yes 


PRESERVATION CONCERNS: Hydrocarbon solvents are normally safe for use on calcar- 


PROJECT EXAMPLES (DATE APPLIED): PM-New York subway system walls and floors, 
continuous maintenance; PM-MARTA subway system, Atlanta GA (1984-5) 


DATE ENTERED: 02/06/86 BY WHOM: Monica E. Diffenderfer; C_A.C., Atianta 
LAST UPDATE: 03/03/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME CLEAR 16 PATENTED yes 
MANUFACTURER Hydroro Coatings Inc 


ADDRESS 100) Y & P.O. Box 80879 
Lincola, NE 6850! USA 









eliminating moisture penetration, preserves stone from disintegration caused by 
moisture and freeze thaw cycles Provides long term protection while continuing 
to bet the substrate breath 


SUBJECT MATERIALS concrete block, poured and precast concrete, limestone. stone 





METHOD OF APPLICATION: Apply test patch Begin with clean, dry surface Apply 
ome coat of product with brush, roller or low-pressure spray 


PRECAUTIONS Beware of wind-drift, protect pedestrian and traffic 
Protect painted surfaces and shrubbery Apply at temperature above SOF 






TESTS/REPORTS ASTM and water repeliency Weatherometer tests available from 
manufacturer upon request 


SPECIFICATION ON FILE yes 
PRESERVATION CONCERNS 


PROJECT EXAMPLES (DATE APPLIED) 


DATE ENTERED 02/03/86 BY WHOM: Monica E. Diffenderfer,; C.A.C., Atiant 
LAST UPDATE: 06/02/86 


1? 











MASONRY PRODUCT INFORMATION 
PRODUCT NAME CLEAR DOUBLE ) PATENTED yes 
MANUFACTURER Hydroso Coatings Inc 


ADDRESS 100! Y & P.O Box 80879 
Lincoln, NE 6850! USA 


CONTACT: Leha Straub/Tim Marrel = TITLE 
PHONE, (402) 474-698) 


, ; cei NO me _ 
on 
COMPOSITION. modified o1! material making & mineral gum in formula with volatile 
thinner = 4% solids 








DESCRIPTION A single coat application water repellent = oe 
masonry walls Preserves by helping stop duintegration from 
substrate breathe in 








SUBJECT MATERIALS brick, concrete block, stucco 





METHOD OF APPLICATION: Apply test patch. Begin with clean, dry surface Apply 
one coat of product with brush, roller or low-pressure spray 





PROJECT EXAMPLES (DATE APPLIED) NHL -Independence Hall,Phile PA (1961 ):SC -Christ 
Episcopal Church, Wash. DC stucco (1983), SC-Secred Heart Chapel, Brooklyn NY red- 

brick (1979), SC-Belvedere Castle, NY NY stone-Manhattan Schist (1982), SC-High- 

land Caty. Crthouse. Hillsboro OH, brick (198!) 


DATE ENTERED 02/03/86 BY WHOM Monica E. Diffenderfer, C A.C, Atlante 
LAST UPDATE: 06/02/86 











MASONRY PRODUCT INFORMA TION 
PRODUCT NAME CONSERVARE 290 SMLOXANE 
MANUFACTURER ProfeCo, inc 


ADDRESS P.O. Box 1578 
Kens City, KS 6611) USA 


PHONE, (913) 281-2700 


PATENTED yes 








MASONRY PRODUCT INFORMATION 
PRODUCT NAME: CONSERVARE H 40 PATENTED yes 
MANUFACTURER: PrafoCo, Inc. 


ADDRESS P.O. Bow 1578 
Keneas City, KS 66117 USA 


CONTACT: David Boyer TITLE: Tech. Services Dir. 
PHONE: (913) 281-2700 








DATE ENTERED 02/17/86 BY WHOM: Monice E. Diffenderfer, C.A.C., Atlant 
LAST UPDATE: 03/03/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: CUSTOM SYSTEM 45 PATENTED 
MANUFACTURER Edison Chemical Systems, Inc. 


ADDRESS. 25 Grand Street 
Waterbury, CT 06704 USA. 


CONTACT: Mike Edison TITLE: President 
PHONE: (203) 597-9727 
PRODUCT TYPE: Patching Compound aa ee 


COMPOSITION: Polymeric emulsion (“Part A"). - Hydraulic powders blended with 














MASONRY PRODUCT INFORMATION 
PRODUCT NAME: BON CLAD HT 101 PATENTED: yes 


MANUFACTURER. Hydrociean Restoration Cleaning Systems 
SUBSIDIARY OF Hydrochemical Techniques, Inc. 
ADDRESS P.O. 2078 

Hartford, CT 06145 USA 








CONTACT: Tom Rudder TITLE: President 
PHONE, (203) 527-6350 
PRODUCT TYPE: Water-repelient Coating SPECS ON PILE: yes 
CSI NO. 07100 


COMPOSITION: aluminum stearate - 7.5% solids, white mineral spirits base 


DESCRIPTION: Transparent water-repelient formulated to combat dampness in 
buildings, minimizes water penetration through the normal pores and capillaries 
of masonry surfaces. 


SUBJECT MATERIALS brick, limestone, marble, sandstone, terra cotta 


METHOD OF APPLICATION: Apply test patch. Begin with clean, dry surface. Apply 
one coat of product with brush, roller or low-pressure spray. 


PRECAUTIONS Avoid hazardous vapors, provide adequate ventilation. Apply on dry 
days. Apply at temperature above 40F Avoid treating obviously damp surfaces. 


TESTS/REPORTS. Hydrociean Product Data Bulletin HT-10! 


SPECIFICATION ON FILE: yes 
PRESERVATION CONCERNS 


PROJECT EXAMPLES (DATE APPLIED): PM-State of Connecticut, Dept. of Aeronautics, 
Hartford CT, brick (1983), PM~-Congress Street Project-3 buildings, Hartford CT, 
brick (1979 P'M-Traveler’s insur. Co., Hartford CT, limestone (1984) 


DATE ENTERED. 92/03/86 BY WHOM: Monica E. Diffenderfer,; C.A.C., Atlanta 
LAST UPDATE: 06/02/86 
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PRODUCT NAME: GENERIC CLEANER PATENTED No 


METHOD OF APPLICATION: Scrub the brick surface with the solution using a medium 
soft brush and rinse with clean water 


PRECAUTIONS 


TESTS/REPORTS: Old House Journal, Jan/Feb. 1987. 


SPECIFICATION ON FILE: 


PRESERVATION CONCERNS 


PROJECT EXAMPLES (DATE APPLIED) 


DATE ENTERED: 03/04/87 &8Y WHOM: Don Horn, C.A.C., Attents, GA 
LAST UPDATE: 04/23/87 
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PRODUCT NAME: GRAFFITI REMOVER PATENTED: yes 
MANUFACTURER. Nova Chemical Corp. 


ADDRESS |520 Erie 
North Kansas City, MO 64116 USA 


CONTACT? Steve Jackson TITLE: President 
PHONE, (816) 221-2712 












UTIONS: Avoid contact with skin and eyes. Beware of wind-drift, protect 
pedestrian and vehicular traffic. 


DATE ENTERED 03/10/86 BY WHOM: Monica E. Diffenderfer, C.A.C., Atianta 
LAST UPDATE: 04/29/86 














MASONRY PRODUCT INFORMATION 
PRODUCT NAME. H STONE STRENGTHENER PATENTED: yes 
MANUFACTURER, ProSoCo, Inc. 
ADDRESS: P.O. Box 1578 


Kansas City, KS 66117 USA 
CONTACT: David Boyer TITLE: Tech. Services Dir. 
PHONE: (913) 281-2700 
PRODUCT TYPE: Consolidani/Water-repelient Coating SPECS ON FILE: yes 


OTHER NAMES. Wacker Stone Strengthener H, Wacker Chemie,Germany CSI NO. 07100 
COMPOSITION: silicic ethy! ester and silane 


DESCRIPTION: Consolidation and water-repelient treatment for deteriorated 
masonry, also good for preserving mineral and cementitious paints or coatings. 


SUBJECT MATERIALS brick, concrete, natural stone, stucco, terra cotta 


METHOD OF APPLICATION: Apply test patch. Begin with clean, dry surface. Apply 





DATE ENTERED: 02/17/86 BY WHOM: Monica E. Diffenderfer; C.A.C., Atlanta 
LAST UPDATE: 03/03/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: HEAVY DUTY RESTORATION CLEANER PATENTED: 
MANUFACTURER: Nova Chemical Corp. 
ADDRESS. 1520 Erie 


North Kansas City, MO 64116 USA 
CONTACT, Steve Jackson TITLE: President 
PHONE: (816) 221-2712 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILE: 
CSI NO. 04500 
COMPOSITION: proprietary acidic products in combination with detergents, 
surfactants and buffering agents 


DESCRIPTION: Cleaner is designed to remove hydrocarbons and grime accumulated on 
older masonry surfaces. Converts hydrocarbons and grime into a soluble solution 
which can be rinsed off with water. 


SUBJECT MATERIALS brick, brownstone, exposed aggregate, limestone, precast 
concrete, sandstone 


METHOD OF APPLICATION: Apply test patch. Apply one coat of product with brush, 
roller or low-pressure spray. Allow 5 minutes dwell time. severely stained 
surfaces, a second application before rinsing may be necessary. Remove product 


j 


PRECAUTIONS Avoid contact with skin and eyes. Avoid hazardous vapors, provide 
vehicular 


) 
i 
; 
i 
| 


SPECIFICATION ON FILE: 
PRESERVATION CONCERNS 


PROJECT EXAMPLES (DATE APPLIED): PM-Western Heritage Museum, Omaha NB (1984): 
PM-New England Building, Kansas City MO (1978) 


DATE ENTERED. 04/08/86 BY WHOM: Monica E. Diffenderfer, C.A.C., Atlanta 
LAST UPDATE: 04/29/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME; IRON STAIN-OFF PATENTED. yes 
MANUFACTURER: Diedrich Chemicals Restoration Technologies, Inc. 


ADDRESS. 300 A East Oak Street 
Oak Creek, WI 53154 USA 


CONTACT: James Diedrich TITLE: President 
PHONE: (414) 764-0058 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILE: yes 
CSI NO. 04500 


COMPOSITION: “does not contain muriatic acid” from product literature, precise 
chemical composition unknown - see Possible Adverse Effects 


DESCRIPTION: Removes ferrous (iron) manganese, vanadium and other metallic 
stains from masonry construction. Also used to remove excess mortar from new 
masonry construction. Removes manganese stains caused by strong masonry cleaning 
acids for new construction. 


SUBJECT MATERIALS brick, ceramic tile, stone 


PRECAUTIONS: Avoid contact with skin and eyes. Protect aluminum, glass, painted 
surfaces, shrubbery and asphaltic materials. Apply at temperature above 40F. 


POSSIBLE ADVERSE EFFECTS: Stain-Off has chemical components which can bleach 
some colored mortars and bricks. 


TESTS/REPORTS: Spec Shwet available from manufacturer, Diedrich Guidebook for 
Cleaning Technology, '°83. 


SPECIFICATION ON FILE: yes 
PRESERVATION CONCERNS: Product has potential bleaching effects. 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED: 02/12/86 BY WHOM: Monica E. Diffenderfer; C.A.C., Atlanta 
LAST UPDATE: 06/02/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: KEIM LOSIL L PATENTED: yes 
MANUFACTURER: Keim Mineral Coatings of Germany 


ADDRESS: Mineros Ind./505 W. 21 ith St. 
New York, NY 10034 USA 


CONTACT: Eric §. Rosenthal TITLE: Vice Pres./Mineros 
PHONE: (212) 304-1500 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILE: yes 
CSI NO. 04500 
COMPOSITION: biend of hydroflouric acids, surfactants, wetting agents, detergent 
and inhibitors 


DESCRIPTION: Restoration cleaner designed to remove surface dirt, carbon mater - 
ial, mold and mildew. Its reduced hydrofluoric acid concentration minimizes sur - 








DATE ENTERED: 02/03/86 BY WHOM: Monica E. Diffenderfer; C.A.C., Atlanta 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: LEEDER 700W PATENTED. 


MANUFACTURER: Leeder Chemical, Inc. 
SUBSIDIARY OF: N/A 
ADDRESS: 16961 Kaott Avenue 
La Mireda, CA 90638 USA 


CONTACT: TITLE: 
PHONE: 714-739-2821 


PRODUCT TYPE: Paint Remover SPECS ON FILE: N 
CSI NO.: 

COMPOSITION: Proprietary formula, exact contents unknown, however generically it 

is an alcoho! based solvent. 


DESCRIPTION: Leeder 700W is a thick, alcohol based, stripping compound for 
removing Alkaline Removable Protective Coatings. Product has a neutral pH and a 
pleasant smell. Recommended for Industrial Use only. 





SUBJECT MATERIALS: brick, concrete, stone, wood, metal 





METHOD OF APPLICATION: May be applied by brush, spray, mop or immersion. Removed 


by combination of putty knives and wet rags. 


PRECAUTIONS: For Industrial use only. Gloves not required, but recommended. If 
splashed into eyes, flush eyes with copious amounts of water. 


TESTS/REPORTS: “Paint Removal from Family Housing", TN# N- 1693, by the Naval 
Civil Engineering Lab, Port Hueneme, CA, 93403 


SPECIFICATION ON FILE: N 
PRESERVATION CONCERNS: 


PROJECT EXAMPLES (DATE APPLIED). Officer’s Quarters #1-7 at Yerba Buena Naval 


Station, CA, pre- 1906 redwood sided, NR buildings. 


DATE ENTERED. 04/06/88 BY WHOM: Mary McKnight, NBS 
LAST UPDATE: / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: LIMESTONE AND MARBLE CLEANER AND BRIGHTENER PATENTED: yes 


MANUFACTURER: Hydrociean Restoration Cleaning Sys ms 
SUBSIDIARY OF: Hydrochemical Techniques, Inc. 
ADDRESS: P.O. 2078 
Hartford, CT 06145 USA 





PRESERVATION CONCERNS: Carefully following menufacturer’s instructions for 
application eliminates film formation. 


PROJECT EXAMPLES (DATE APPLIED): PM-Cooper Hewitt Museum, NY NY, limestone 
(1978), PM-Connecticut State Capital, Hartford CT, marble (1979), PM-U.S. Post 
Office, New Haven CT, limestone/marbie (1985) 


DATE ENTERED. 02/03/86 BY WHOM: Monica E. Diffenderfer; C.A.C., Atlanta 
LAST UPDATE: 06/02/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME. LIMESTONE AND PRECAST CLEANER PATENTED yes 
MANUFACTURER Nova Chemical Corp. 
ADDRESS 1520 Erie 


North Kansas City, MO 64116 USA 
CONTACT, Steve Jackson TITLE: President 
PHONE, (816) 221-2712 





DESCRIPTION. Cleaner formulated to assist in the removal of atmospheric contami - 
nants, dirt, algae, and other sources of unsightly run-down or discoloration 








SPECIFICATION ON FILE: yes 


PRESERVATION CONCERNS Discoloration may occur if product is allowed to dry on 
surface or if product is not property diluted 


PROJECT EXAMPLES (DATE APPLIED) PM-Poindexter Building, Kansas City MO (8/1985) 


DATE ENTERED 03/10/86 BY WHOM: Monica E. Diffenderfer, C.A.C., Atlanta 
LAST UPDATE: 04/29/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME. LIMESTONE AND PRECAST SEALER PATENTED yes 
MANUFACTURER. Nove Chemical Corp. 


ADDRESS 1520 Erie 
North Kens City, MO 64116 USA 


CONTACT): Steve lackson TITLE: President 
PHONE, (816) 221-2712 


PRODUCT TYPE: Waterproof Coating SPECS ON PILE: yes 
CSI NO. 07100 
COMPOSITION organic and inorganic chemicals 


DESCRIPTION: Waterproof sealer expecially designed for treatment of neutral. 
white or other masonry surfaces Recommended particularly for use 
on masonry is sensitive to discoloration such as warm tones, concretes 


with varying porosities 


SUBJECT MATERIALS brick (white or cream), limestone, plaster, precast concrete. 
stone, stucco (light), tile 










METHOD OF APPLICATION: Apply test patch Begin with clean, dry surface Apply 
one coat of product with brush, roller or low-pressure spray 


PRECAUTIONS Avoid hazardous vapors, provide adequate ventilation Protect glass 
and ceramic areas from overspray Protect product from freezing Apply at 
temperature above 40F 





POSSIBLE ADVERSE EFFECTS Product is not designed for use on dark colored 


PRESERVATION CONCERNS Product is water-based to prevent solvent staining. . 


PROJECT EXAMPLES (DATE APPLIED) 


DATE ENTERED: 03/10/86 BY WHOM: Monica E. Diffenderfer, C.A.C., Atlanta 
LAST UPDATE: 04/29/86 
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PATENTED 





TESTS/REPORTS AIA Mapterspec 4500, 1986; Diedrich Guidebook for Cleaning Tech- 
nology, 1983. 


SPECIFICATION ON FILE: 


DATE ENTERED. 04/09/86 BY WHOM: Monica E. Diffenderfer; C.A.C., Atlanta 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: MARBLE AND LIMESTONE PRE-CLEANER PATENTED: yes 





CONTACT: Tom Rudder 
PHONE: (203) 527-6350 


PRODUCT TYPE: Chemical Cleaner 
COMPOSITION: alkaline, precise chemical composition unknown - see Possible Ad- 








NY 
(1978), PM-Connecticut State Capital, Hartford CT, marble (1979), PM-U.S. Post 
Office, New Haven CT, limestone/marble (1985) 


DATE ENTERED: 02/03/86 BY WHOM: Monica E. Diffenderfer; C.A.C., Atlanta 
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MASONRY PRODUCT INFORMATION 


PRODUCT NAME. MARBLE CLEANER 


PATENTED: 


MANUFACTURER, Diedrich Chemicals Restoration Technologies, Inc. 


ADDRESS. 300 A East Oak Street 


USA 


Oak Creek, WI 53154 





MATERIALS marble (polished), granite (polished), glazed terra cotta, 


glazed brick, tile, etc. 





3.5 
He 








TESTS/REPORTS: Spec Sheet available from manufacturer, Diedrich Guidebook for 


substrate. Application to high-iron substrates causes ferric hydroxide staining. 


PROJECT EXAMPLES (DATE APPLIED). 


BY WHOM: Monica E. Diffenderfer, C.A.C., Atlanta 


DATE ENTERED. 04/09/86 


LAST UPDATE: 06/02/86 














MASONRY PRODUCT INFORMATION 
PRODUCT NAME: METALIFE CLEAR CLADDING PATENTED No 
MANUFACTURER: Belzona Molecular Metlife, Inc. 


ADDRESS 100 Charles Lindbergh Bivd. 
Uniondale, NY 1155) USA. 


CONTACT: Malcolm Curtis TITLE: Exec. Vice President 
PHONE, (516) 542-1000 


i 





: 
: 


if 


the product with brush or spray appli - 
cator Dries in ome hour but obtains its maximum water resistance in |2 days 
All other decorative costings may be applied 7? days after treatment with MCC 





ee ates ee. Gat, OS Commantes Chaput,  @, Came 


SPECIFICATION ON FILE: Yes 


PRESERVATION CONCERNS The product will remain effective for at least 10 years. 


Recosting after 10 years will ensure complete and permanent protection for a 
porous structure. 


PROTECT EXAMPLES (DATE APPLIED) Alfred |. DuPont estate, Jacksonville, FL 1987. 
ot) Headquarters, Sen Francisco, CA, Terra Cotta, 1986, the Castle at 
Rranvew University, Waltham. MA | 986 


DATE ENTERED 06/28/88 BY WHOM: C.AC. 
LAST UPDATE: / / 


37 








PATENTED 





MASONRY PRODUCT INFORMATION 
PRODUCT NAME: MINEROS LIMESTONE CLEANER 
MANUFACTURER: Mineros Industries 
SPECS ON FILE 
CSI NO.: 04500 


es 
35 8 i- i; 
ii Rua 


New York, NY 10084 USA 


CONTACT. Eric §. Rosenthal TITLE. Vice-President 





PHONE: (212) 304-1500 


PRODUCT TYPE: Chemical Cleaner 
COMPOSITION alkaline solution 

















DATE ENTERED: 04/09/86 BY WHOM: Monica E. Diffenderfer, C.A.C., Atlanta 


LAST UPDATE / / 








MASONRY PRODUCT INFORMATION 
PRODUCT NAME: NOVA EPOXIDIZED X-70 SEALER PATENTED: yes 
MANUFACTURER, Nova Chemical Corp. 


ADDRESS: 1520 Erie 
North Kansas City, MO 64116 USA 


. CONTACT: Steve Jackson TITLE: President 
PHONE, (816) 221-2712 





PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED. 03/10/86 BY WHOM: Monica E. Diffenderfer, C.A.C., Atlanta 
LAST UPDATE: 04/29/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: OMBRELLA 9100 PATENTED: yes 
MANUFACTURER: V.L.P. Enterprises, Inc. 


ADDRESS. 9690 N.W. 4ist Street, Suite | 
Miami, FL 33178 USA 








CONTACT: Joha Lamb TITLE: Technical Advisor 
PHONE: (305) 592-6045 
PRODUCT TYPE: Water-repelient Coating SPECS ON FILE: yes 


CSI NO.: 07100 
COMPOSITION: 100% methacrylate acrylic polymer, fungus inhibitors; 21% solids 


one coat of product with brush, roller or low-pressure spray. 


DATE ENTERED. 03/10/86 BY WHOM: Monica E. Diffenderfer, C.A.C., Atlanta 
LAST UPDATE: 03/10/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: OMBRELLA 9500 PATENTED. yes 
MANUFACTURER: V.1L.P. Enterprises, Inc. 


ADDRESS: 9699 N.W. 4ist Street, Suite | 
Miami, FL. 33178 USA 








CONTACT: Joha Lamb TITLE: Technical Advisor 
PHONE: (305) 592-6045 
PRODUCT TYPE: Water-repellent Coating SPECS ON FILE: yes 
CSI NO. 07100 


COMPOSITION: acrylic - 6% solids; precise chemical composition unknown - see 
Possible Adverse Effects 





DESCRIPTION: Clear penetrating water repellent for surfaces which will not sup- 
port film formation because of low-density porosity. Incorporates 2 active water 
-repelling agents, one works as binder for the other. Prevents moisture penetra- 
tion, mildew, efflorescence 


SUBJECT MATERIALS: concrete block, limestone, marble (light colored only), 
porous surfaces 





METHOD OF APPLICATION: Apply test patch. Begin with clean, dry surface. Apply 
one coat of product with brush, roller or low-pressure spray. Apply product in 
concentrate. 


POSSIBLE ADVERSE EFFECTS. 


TESTS/REPORTS: Spec Shoet for 9500 available from manufacturer. 


SPECIFICATION ON FILE: yes 
PRESERVATION CONCERNS: 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED. 03/10/86 BY WHOM: Monica E. Diffenderfer; C.A.C., Atlanta 
LAST UPDATE: 03/10/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: PEEL AWAY | PATENTED: yes 
MANUFACTURER: Dumord Chemicals, Inc. 


ADDRESS. |50! Broadway 
New York, NY 10036 USA 


CONTACT: Hy Dubin TITLE: President 
PHONE: (212) 840-2666 
PRODUCT TYPE: Paint Remover SPECS ON FILE: 
CSI NO. 


COMPOSITION: Calcium hydroxide 42.3%. magnesium hydroxide 3) 6™., -odium 
hydroxide 15.1%, other | 1%. 





Or epoxy paints, oak or fine hardwood. 


TESTS/REPORTS: Article - American Journal of Public Health, Vol. 76, No.3, 3/86, 
Baltimore Sun 9/29/86, Old House Journal !12/83; Old house Journal, Vol. XVI, No. 
4, 7/8, 1988. 

SPECIFICATION ON FILE: 


PRESERVATION CONCERNS: Stripped surfaces must be neutralized with mild acid 
wash, or new coats of paint may fail. 


PROJECT EXAMPLES (DATE APPLIED): Washington Monument, Baltimore, MD. British 


Museum, London. 


DATE ENTERED: 03/04/87 BY WHOM: Don Horn, C.A.C., Atlanta, GA 
LAST UPDATE: 06/06/88 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: PEEL AWAY Il PATENTED. 
MANUFACTURER: Dumond Chemicals, Inc. 


ADDRESS: 150! Broadway 
New York, NY 10036 USA 


CONTACT: Hy Dubin TITLE: President 
PHONE: (212) 840-2666 
PRODUCT TYPE: Paint Remover SPECS ON FILE: Y 
CSI NO. 


SUBJECT MATERIALS masonry, stone, wood and oi! based, latex based paint 


METHOD OF APPLICATION: Brush or spray on about |/8" and cover with “blanket”. 
Test after 4 hrs. 





POSSIBLE ADVERSE EFFECTS. 


TESTS/REPORTS: Old House Journal, Vol. XVI, No. 4, 7/8, 1988. 


SPECIFICATION ON FILE: Y 


PRESERVATION CONCERNS: 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED: 04/06/88 BY WHOM: Alex Houtzager, U.S. Army 
LAST UPDATE: / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME. PRIME-A-PELL 200 PATENTED yes 
MANUFACTURER Chemprobe Corporation 


ADDRESS 2805 ladustrial | ane 
Gartand, TX 7504) USA 


CONTACT: Dean Vanhora TITLE 
PHONE, (214) 271-555) 















PRECAUTIONS Avoid contact with skin and eyes Avoid hazardous vapors, provide 
adequate ventilation Protect aluminum, glass, painted surfaces, shrubbery and 
asphaltic material from 

POSSIBLE ADVERSE 

penetrate Overspray 

houn. 

TESTS/REPOR 






| 









a 





BY WHOM: Monica E. Diffenderfer, CA.C . Atianta 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME. RINSE OFF PAINT 
MANUFACTURER, Schroeder Process Corp. 


ADDRESS P.O. Box 11294 
Sante Ana, CA 9271) USA 





CONTACT TITLE: 
PHONE, (714) 70-1888 


PATENTED 





SUBJECT MATERIALS Brick, Concrete, Stone, Metal, Wood 


METHOD OF APPLICATION: Brush 


PRECAUTIONS 


POSSIBLE ADVERSE EFFECTS 


PROJECT EXAMPLES (DATE APPLIED). 


DATE ENTERED 04/06/88 BY WHOM: Mary McK night, NBS 
LAST UPDATE: / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME, SILEX HM STONE STRENGTHENER PATENTED: yes 
MANUFACTURER, Keim Mineral Coatings of Germany 


ADDRESS Mineros tnd./505 W. 21 ith St. 
New York, NY 100M USA 


CONTACT, Eric 8. Rosenthal TITLE: Vice-Pres./Mineros 
PHONE, (212) 104-1500 


PRODUCT TYPE: Consolidant SPECS ON FILE: yes 
CSI NO. 04500 
COMPOSITION: ethy! silicate plus an alky! trialkoxysilane 


DESCRIPTION: Consolidator with hydrophobic capability, used for colorless 
consolidation of base material with water-repelling protection, restores 
strength to substrates eroded by weathering and acid rain attack. 


SUBJECT MATERIALS masonry, stone 


METHOD OF APPLICATION: Apply test patch. Begin with clean, dry surface. Apply 
one coat of product with brush, roller or low-pressure spray. 


PRECAUTIONS Avoid contact with skin and eyes. Beware of wind-drift, protect 
pedestrian and vehicular traffic Apply at temperature above 40F. 


POSSIBLE ADVERSE EFFECTS: Discoloration or haze {urmation of surface may result 
if excess Silex is not wiped from it. 


TESTS/REPORTS Stone Decay and Conservation, by Amoroso and Fassina, Elsevier 
Science Publ. Co. NY NY. c. 1983. p. 370-371. 


SPECIFICATION ON FILE: yes 


PRESERVATION CONCERNS: Excess of product left on surface will cause hazing or 
discoloration om masonry surface. 





PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED. 02/03/86 BY WHOM: Monica E. Diffenderfer. C.A.C.. Atlanta 
LAST UPDATE: 03/03/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: SILEX OH STONE STRENGTHENER PATENTED: 
MANUFACTURER: Keim Mineral Coatings of Germany 


ADDRI && Mineros ind./505 W. 21 ith St. 
New York, NY 100}4 USA 


CONTACT: Eric 8. Rosenthal TITLE: Vice-Pres./Mineros 
PHONE: (212) 304-1500 
PRODUCT TYPE: Consolidant SPECS ON PILE: 
CSI NO.: 04500 
COMPOSITION: ethy! silicate 


METHOD OF APPLICATION: Apply test patch. Begin with clean, dry surface. Apply 
one coat of product with brush, roller or low-pressure sprov 


PRECAUTIONS: Avoid contact with skin and eyes. Beware of wind-drift, protect 
pedestrian and vehicular traffic. Apply at temperature above 40F. Prevent the 
product's direct exposure to sunlight. 


POSSIBLE ADVERSE EFFECTS: Haze formation may result if excess Silex is not wiped 
from surface material. 


TESTS/REPORTS: 


SPECIFICATION ON FILE: 


PRESERVATION CONCERNS: Excess of product that is not removed may cause haze or 
discoloration of material. 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED: 04/09/86 BY WHOM: Monica E. Diffenderfer; C.A.C., Atlanta 
LAST UPDATE: / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME; SURE KLEAN - ACRYLIC WEATHER SEAL PATENTED: yes 
MANUFACTURER: ProSoCo, lac. 


ADDRESS. P.O. Box 1578 
Kansas City, KS 66117 USA 


CONTACT: David Boyer TITLE: Tech. Services Dir. 
PHONE: (913) 281-2700 


PRODUCT TYPE: Waterproof Coating SPECS ON FILE: yes 


COMPOSITION: methyl-methylacrylate water-proofing resin suspended in a petroleum 
solvent, blended in 7 1/2, 10, 15 or 25% solids content 


i 


METHOD OF APPLICATION: Apply test patch. Begin with clean, dry surface. Apply 
one coat of product with brush, roller or low-pressure spray. Apply product 
coats. 


5 


color surface; however a slight darkening may take place on some masonry. Not 
recommended for application to brick, stone or dense masonry surfaces. 


TESTS/REPORTS: Stone Decay and Conservation, by Amoroso and Fassina, Materials 
Science Monographs #!!, Elsevier Science Publishers, 1983, Water repellency test 

by Midwest Research Institute, Kansas City, MI, March 15, 197! (results on file) 
SPECIFICATION ON FILE: yes 


PRESERVATION CONCERNS: Product may have a darkening effect on some masonry 
surfaces; will not properly penetrate dense substrates. Resultant “wet look” may 
not be an appropriate finish for some materials. 


PROJECT EXAMPLES (DATE APPLIED): PM-U.S. Post Office and Federal Building, 
Denver, CO, marble (1980) 


DATE ENTERED: 02/17/86 BY WHOM: Monica E. Diffenderfer, C.A.C , Atlanta 
LAST UPDATE: 03/13/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: SURE KLEAN - BLOK.-IT PATENTED: yes 
MANUFACTURER: ProSoCo, Inc. 


ADDRESS P.O. Box 1578 
Kansas City, KS 66117 USA 








CONTACT: David Boyer TITLE: Tech. Services Dir. 
PHONE: (913) 281-2700 
PRODUCT TYPE: Waterproof Coating SPECS ON PILE: 
CSI NO. 07100 
COMPOSITION: biend of modified acrylic resins suspended in a petroleum solvent 
mixture, 25% solids 





SPECIFICATION ON FILE: 
PRESERVATION CONCERNS: Product may have a darkening effect on surfaces. 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED. 02/17/86 BY WHOM: Monica E. Diffenderfer; C.A.C., Atlanta 
LAST UPDATE: 03/10/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: SURE KLEAN 509 PAINT STRIPPER PATENTED 
MANUFACTURER: PraSoCo, Inc. 


ADDRESS P.O. Box 171677 
Kansas City, KS 66117 USA. 


CONTACT: Mike Dickey TITLE: Customer Serv. Repr. 
PHONE: (913) 281-2700 
PRODUCT TYPE: Paint Remover SPECS ON FILE: Yes 
CSI NO. 
COMPOSITION: Emulsified methylene chiorine type remover with a complex system of 
wetting agents. 


DESCRIPTION: Formulated specifically for removal of high strength paints and 





° SPECIFICATION ON FILE: Yes 
PRESERVATION CONCERNS. 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED: 06/27/88 BY WHOM: C.A-C. 
LAST UPDATE: / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: SURE KLEAN ACID STOP PATENTED 
MANUFACTURER: ProSoCo, Inc. 


ADDRESS P.O. Box 171677 
Kenses City, KS 66117 USA. 


CONTACT: Mike Dickey TITLE: Customer Serv. Repr. 
PHONE, (913) 281-2700 
PRODUCT TYPE: Masking Agent SPECS ON FILE: Yes 
CSI NO. 





PRESERVATION CONCERNS: Do not apply to synthetic finishes, e.g., clear acrylic 
sheeting, safety glass, reflective films, plastic or painted surfaces. 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED. 06/27/88 BY WHOM: C.A.C. 
LAST UPDATE: / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: SURE KLEAN ASPHALT AND TAR REMOVER PATENTED: yes 
MANUFACTURER: ProSoCo, Inc. 
ADDRESS. P.O. Box 1578 


Kansas City, KS 66117 USA 
CONTACT: David Boyer TITLE: Tech. Services Dir. 
PHONE: (913) 281-2700 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILE: yes 


CSI NO.: 04500 
COMPOSITION: organic solvent - hydrocarbon 


DESCRIPTION: An emulsified quick-acting solvent cleaner for the removal of tar, 
asphalt, grease/oil stains - surface deposits which are not soluble in water. 


SUBJECT MATERIALS brick, concrete, stone 


METHOD OF APPLICATION: Apply test patch. Begin with 
with brush, roller or low-pressure spray. Allow 3-5 minutes 
reapply, brushing stained areas vigorously. Remove product with 


water | 
PRECAUTIONS: Avoid hazardous vapors, provide adequate ventilation. 


wind-drift, protect pedestrian and vehicular traffic. Apply at temperature 
above 40F. 


POSSIBLE ADVERSE EFFECTS: See “Preservation Concerns” below. 


TESTS/REPORTS: “Masonry Cleaning - The State of the Art", article compiled by 
Pro So Co, p.i4. 


SPECIFICATION ON FILE: yes 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED: 02/19/86 BY WHOM: Monica E. Diffenderfer, C.A.C., Atlanta 
LAST UPDATE: 02/27/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME; SURE KLEAN CONCRETE POULTICE PATENTED: 
MANUFACTURER: ProSoCo, Inc. 
ADDRESS: P.O. Box 171677 


Kansas City, KS 66117 USA. 
CONTACT: Mike Dickey TITLE: Customer Serv. Repr. 
PHONE: (913) 281-2700 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILE: Yes 


CSI NO. 
COMPOSITION: Biend of clays and detergents in dry form. - acidic. 





DESCRIPTION: Cleaning system designed to remove oil and grease stains. Its “pul- 
ling” action draws deep set matters from all types of masonry surfaces without 
etching or discoloring. Formulated for mixing with other products to form a 
thick, cement like paste. 


SUBJECT MATERIALS concrete, stone, brick, and all types of masonry 









METHOD OF APPLICATION: Follow mixing instructions carefully, bring poultice to a 
coating: 


good troweling consistency; apply a thick |/4° let 
the surface for 8-24 hours; remove with a trowel or brush after it becomes a dry 


powder. Reapply if necessary. 


POSSIBLE ADVERSE EFFECTS 


TESTS/REPORTS. 
SPECIFICATION ON FILE: Yes 


PRESERVATION CONCERNS: The freshly cleaned surface should be sealed using stand- 
ard appropriate products. 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED: 06/28/88 BY WHOM: C.AC. 
LAST UPDATE: / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: SURE KLEAN DEFACER-ERASER PATENTED. 
MANUFACTURER: ProSoCo, Inc. 


ADDRESS: P.O. Box 171677 
Kansas City, KS 66117 USA. 


CONTACT: Mike Dickey TITLE: Customer Serv. Repr. 
PHONE: (913) 281-2700 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILE: Yes 
CSI NO. 


COMPOSITION: Contains potassium hydroxide 


DESCRIPTION: Specially formulated product to remove paint markings and graffiti 
with no harmful side effects to the masonry surface. 


SUBJECT MATERIALS: brick, stone, concrete 


METHOD OF APPLICATION: Apply test patch. 
of paint by scraping. Using a nylon paint brush 
stand for 20-30 min. Scrub defaced surface with a nylon scrub brush. Rinse off 
with maximum water pressure. 

PRECAUTIONS: The product is flammable; keep away open flame. Avoid pro- 


from 
longed breathing of vapors. Also avoid splashes to skin and eyes. Use rubber 
gloves. Protect all surrounding non-masonry surfaces. 


POSSIBLE ADVERSE EFFECTS: 
TESTS/REPORTS: 
SPECIFICATION ON FILE: Yes 
PRESER VATION CONCERNS: 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED: 06/28/88 BY WHOM: C.A.C. 
LAST UPDATE: / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: SURE KLEAN DEGREASER & ETCH PATENTED: 
MANUFACTURER: ProSoCo, Inc. 


ADDRESS: P.O. Box 171677 
Kansas City, KS 66117 USA, 


CONTACT: Mike Dickey TITLE: Customer Serv. Repr. 
PHONE: (913) 281-2700 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILE: Yes 
CSI NO.: 
COMPOSITION: Acidic product of grease-dissolving ingredients and powerful 
cleaning agents. 


DESCRIPTION: Specially formulated to slightly etch concrete surfaces and remove 
embedded oil, grease, and dirt. More useful for industrial floors, heavy traffic 
areas, public terminals, etc. Also provides excellent bonding condition for any 
topping or coating. 


SUBJECT MATERIALS: concrete 


METHOD OF APPLICATION: Apply test patch to determine the most effective dilution 
ratio. Clean surface before application. Prewet the concrete area to be treated. 

Apply solution generously using brush or spray. Allow 2-3 min. Reapply and scrub 
area vigorously. Rinse with water. 

PRECAUTIONS: Product should be handied with care. Protect all surrounding sur- 


faces. Wear protective clothing. Avoid contact with skin and eyes. Provide ade- 
quate ventilation. Containers should be tightly closed when stored. 


POSSIBLE ADVERSE EFFECTS: Some concrete finishes may be “bleached” with this 
product. 


TESTS/REPORTS: 


SPECIFICATION ON FILE: Yes 


PRESERVATION CONCERNS: May not be appropriate for use on historic concretes due 
to etching 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED: 06/28/88 BY WHOM: C.A.C. 
LAST UPDATE: / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: SURE KLEAN EFFLORESCENCE CONTROL SYSTEM PATENTED. 
MANUFACTURER: ProSovo, Inc. 


ADDRESS: P.O. Box 171677 
Kansas City, KS 66117 USA. 


CONTACT: Mike Dickey TITLE: Customer Serv. Repr. 
PHONE: (913) 281-2700 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILE: Yes 
. CSI NO. 


COMPOSITION: Unknown 





METHOD OF APPLICATION: Apply test patch. ECS is formulated for use as a system. 
The procedure involves removing existing efflorescence/saits with Part A cleaner 


allowing 30-60 min. drying time, and immediately applying the Part B compound to 
the affected areas. 


PRECAUTIONS: Test or protect all surrounding non-masonry surfaces. The product 


is not compatible with water-repellent materials and any older sealer must be 
removed from the surface to be treated. 


POSSIBLE ADVERSE EFFECTS A slight darkening and deepening in the color of the 
masonry may be noticeable; however, this will be reduced as the 
Sealers applied over the ECS treatment will not be effective and may discolor. 


TESTS/REPORTS: 


P SPECIFICATION ON FILE: Yes 


PRESERVATION CONCERNS: Color change may occur, additional data is needed on ef - 
: fect plus weathering. 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED. 06/27/88 BY WHOM: C.A.C. 
LAST UPDATE: / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: SURE KLEAN FERROUS STAIN REMOVER PATENTED: 
MANUFACTURER: ProSoCo, Inc. 


ADDRESS: P.O. Box 171677 
Kansas City, KS 66117 USA. 


CONTACT: Mike Dickey TITLE: Customer Serv. Repr. 
PHONE: (913) 281-2700 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILE: Yes 
CSI NO.: 
COMPOSITION: Mild acid solution combined with special wetting syster s and in- 
hibitors. 


DESCRIPTION: A masonry cleaning product for removal of iron, manganese, vanadium 
“straw stains”, “acid burns” and other metallic discolorations. Also removes 


excess mortar from brick masonry. 


SUBJECT MATERIALS: brick, stone, masonry, concrete 


METHOD OF APPLICATION: Apply test patch. Apply in concentrated form for removal 
of metallic stains and dilute 2 parts water to one part of the product for re- 

moval of excess mortar. In each case a different treatment is required. Water 

rinse treated surfaces thoroughly. 

PRECAUTIONS: A: an acidic product FSR should be handled accordingly. Polished 
stone and acid sensitive masonry should be treated with care. Protect or test 

all surrounding non-masonry surfaces. Wear rubber gloves and avoid splash to 
skin and eyes. 


POSSIBLE ADVERSE EFFECTS: 


TESTS/REPORTS: 


SPECIFICATION ON FILE: Yes 
PRESERVATION CONCERNS. 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED: 06/27/88 BY WHOM: C.A.C. 
LAST UPDATE: / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: SURE KLEAN GRAFFITI CONTROL PATENTED 
MANUFACTURER ProfeCo, Inc. 
ADDRESS P.O. Box 171677 


Keness City, KS 66117 USA. 
CONTACT Mike Dickey TITLE: Customer Serv. Repr 
PHONE. (915) 281-2700 
PRODUCT TYPE Soot SPECS ON FILE: Ves 


CS NO. 
COMPOSITION. moteture curing polyurethane 


on some surfaces depending on their texture and porosity 


TESTS/REPORTS 


SPECIFICATION ON FILE: Yes 


PRESERVATION CONCERNS 


PROJECT EXAMPLES (DATE APPLIED) 


DATE ENTERED 06/28/88 BY WHOM: C.AC 
LAST UPDATE: / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME SURE KLEAN GRAFFITI REMOVER PATENTED 
MANUFACTURER, ProSoCo, Inc. 


ADDRESS P.O. Box 171677 
Kansas City, KS 66117 USA. 


CONTACT: Mike Dickey TITLE: Customer Serv. Repr 
PHONE: (913) 281-2700 
PRODUCT TYPE: Chemic \) Cleaner SPECS ON FILE Ves 


be thoroughly dry. Apply liberally; tet stay on the surface for | or 2 min. re- 
apply lightly, water rinse with the maximum water pressure available Reapply if 
necessary 


POSSIBLE ADVERSE EFFECTS 


TESTS/REPOR TS: 


SPECIFICATION ON FILE: Yes 


PRESERVATION CONCERNS 


PROJECT EXAMPLES (DATE APPLIED) 


DATE ENTERED 06/27/88 ®8Y WHOM CAC 
LAST UPDATE: / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: SURE KLEAN HEAVY DUTY PAINT STRIPPER (5.0.) PATENTED: 
MANUFACTURER, ProSoCo, Inc. 


ADDRESS P.O. Box 171677 
Kaeneas City, KS 66117 USA, 


CONTACT: Mike Dickey TITLE: Customer Serv. Repr. 
PHONE, (913) 281-2700 
PRODUCT TYPE: Paint Remover SPECS ON FILE: Yes 
CSI NO. 


COMPOSITION: Alkaline/solvent compound. Contains potassium hydroxide, tetra- 
hydrofurfury! alcohol, ethylene glycol monobuty! ether, and triethanolamine. 


of paint and complete removal of paint resins and pigments. One application will 
A 


cation. Apply a heavy coat of the product to painted surfaces. Allow % min. 


POSSIBLE ADVERSE EFFECTS The product 
recommended for use on finely finished wood surfaces, 
metal surfaces. 


TESTS/REPORTS: 


SPECIFICATION OW FILE: Yes 


PRESERVATION CONCERNS Should not be used on wood finishes as it will raise 
grain and require refinishing. 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED 06/27/88 BY WHOM: C.AC. 
LAST UPDATE: / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: SURE KLEAN HEAVY DUTY PAINT STRIPPER (ST.) PATENTED: 
MANUFACTURER: ProSoCo, Inc. 


ADDRESS P.O. Box 171677 
Kansas City, KS 66117 USA. 


CONTACT, Mike Dickey TITLE: Customer Serv. Repr. 
PHONE: (913) 281-2700 
PRODUCT TYPE: Paint Remover SPECS ON FILE: Yes 
CSI NO. 


COMPOSITION: Thixotropic alkaline/solvent compound blended with special wetting 
agents and surfactants, contains potassium hydroxide, orthodichlorobenzene and 


METHOD OF APPLICATION: Designed for brush or roller application and not spray- 
. be dry and clean before application. Apply a heavy coat of 
the product to the painted surfaces. Allow 30 min. to |2 hours. Rinse using high 





POSSIBLE ADVERSE EFFECTS: The product will raise the grain of wood and is not 
recommended for use on finely finished wood surfaces. It is not recommended 


SPECIFICATION ON FILE: Yes 
PRESERVATION CONCERNS: 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED 06/27/88 BY WHOM: CAC. 
LAST UPDATE: / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: SURE KLEAN HEAVY DUTY RESTORATION CLEANER PATENTED. 
MANUFACTURER: ProSoCo, Inc. 


ADDRESS P.O. Box 1578 
Kansas City, KS 66117 USA 


CONTACT: David Boyer TITLE: Tech. Services Dir. 
’ PHONE: (913) 281-2700 





pressure cleaner spray, driving chemicals deep into surface. 


PROJECT EXAMPLES (DATE APPLIED): PM-U.S. Customs House, New Orleans LA, brick 


DATE ENTERED. 04/08/86 BY WHOM: Monica E. Diffenderfer, C.A.C., Atlanta 
LAST UPDATE: 03/10/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME; SURE KLEAN HEAVY DUTY WEATHER SEAL PATENTED: 
MANUFACTURER: ProSoCo, Inc. 


ADDRESS: P.O. Box 171677 
Kansas City, KS 66117 U.S.A. 


CONTACT: Mike Dickey TITLE: Customer Serv. Repr. 
PHONE: (913) 281-2700 
PRODUCT TYPE: Waterproof Coating SPECS ON FILE: Yes 
CSI NO.: 


COMPOSITION: Modified acrylic high solid blend of acrylic resins. Contains 
blended petroleum solvents. 


DESCRIPTION: Clear, non-silicone; forms a waterproofing and protective coating 
that penetrates into the masonry and is suspended through the porous surface; 

it prevents water intrusion, keeps vertical walls dry, resisting efflorescence, 

and other stain formations. 


SUBJECT MATERIALS: concrete block and concrete surfaces 


METHOD OF APPLICATION: Apply test patch; thoroughly clean the surface, cracks 
and damaged areas should be patched; apply solution on dry surface with low 
pressure spray equipment, or with brush or roller, a light coat should be fol- 

lowed by a flood one. 


PRECAUTIONS: Do not apply at temperatures under 40F. Since it contains petro- 
leum solvents it is a flammable mixture, keep away from heat and open flame, use 
in well ventilated areas only. Avoid contact with skin & eyes. 


POSSIBLE ADVERSE EFFECTS: Although it does not stain or discolor the existing 
surface, a slight darkening may take place on dark color surfaces and exposed 
aggregate. - Lightweight concrete blocks might require special treatment. 


TESTS/REPORTS: 


SPECIFICATION ON FILE: Yes 
PRESERVATION CONCERNS: 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED. 06/27/88 BY WHOM: C.A.C. 
LAST UPDATE: / / 











MASONRY PRODUCT INFORMATION 
PRODUCT NAME; SURE KLEAN INTERIOR STONE CLEANER PATENTED: yes 
MANUFACTURER: ProSoCo, Inc. 


ADDRESS. P.O. Box 1578 
Kansas City, KS 66117 USA 


4 CONTACT: David Boyer TITLE: Tech. Services Dir. 
PHONE: (913) 281-2700 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILE: no 
CSI NO.; 04500 


COMPOSITION: ailpha-hydroxypropionic acid (36.56%/vol.), hydrochloric acid (4.57% 
/vol.), ethanedioic acid (2.65%/vol.), ethylene glycol monobuty! ether (2.29%/v) 
inhibitor/ wetting system (3.66%/vol.), inert ingredients (50.2%/ vol.) 


DESCRIPTION: Product formulated to clean smoke, dirt, and soot from occupied 
stone buildings where strong corrosive cleaners and large amounts of water 
cannot be used. 


SUBJECT MATERIALS: granite, limestone, marble, natural stone, slate 


METHOD OF APPLICATION: Apply test patch. Begin with water pre-rinse. Apply | 
coat of product with brush or roller. Allow 3-5 minutes dwell time. 
product with water rinse. 


| 


PRECAUTIONS: Avoid contact with skin and eyes. Avoid hazardous vapors; provide 
adequate ventilation. Protect aluminum, glass, painted surfaces, and shrubs from 
overspray. Apply at temperature above 40F. 


POSSIBLE ADVERSE EFFECTS. 


TESTS/REPORTS: “Masonry Cleaning - The State of the Art’, article compiled by 
Pro So Co. Inc. 


SPECIFICATION ON FILE: no 





PRESERVATION CONCERNS: HC! will attack calcareous surfaces, removing part of 
. substrate. High concentrations may create ferrous chloride staining or result 
in efflorescence by soluble salts left in treated surfaces. 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED: 02/19/86 BY WHOM: Monica E. Diffenderfer; C.A.C., Atlanta 
LAST UPDATE: 03/13/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: SURE KLEAN LIMESTONE AFTERWASH(2ND OF 2-PART SYS.)PATENTED: yes 
MANUFACTURER: ProSoCo, Inc. 


ADDRESS. P.O. Box 1578 
Kansas City, KS 66117 USA 


CONTACT: David Boyer TITLE: Tech. Services Dir. 
PHONE: (913) 281-2700 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILE: yes 
CSI NO.: 04500 


COMPOSITION: ethanoic acid (31.23%/wt), inert ingredients (67.19%/wt); seques- 
tering agent (1.35%/wt), surfactant (0.23%/wt) 


DESCRIPTION: Concentrated acidic cleaning compound formulated for use with Sure 
Klean Limestone Pr wash. Afterwash penetrates into the surface solubilizing 
embedded dirt and carbon. 


SUBJECT MATERIALS: concrete, limestone, and other high-calcium based surfaces 


METHOD OF APPLICATION: Apply test patch. Apply Afterwash liberally after using 
Limestone Prewash with brush, roller or low-pressure spray.Apply product diluted 
according to directions. Allow 3-5 minutes dwell time. Remove product with water 
rinse. 


PRECAUTIONS: Avoid contact with skin and eyes. Protect aluminum, glass, painted 
surfaces, shrubbery and asphaltic materials from overspray. Apply at temperature 
above 40F. 


POSSIBLE ADVERSE EFFECTS: Application with high-pressure spray may cause dis- 
coloration of stone. 


TESTS/REPORTS: “Masonry Cleaning - The State of the Art", article compiled by 
Pro So Co, Inc., p.14. 


SPECIFICATION ON FILE: yes 
PRESERVATION CONCERNS: Product may cause discoloration if applied with high- 


pressure spray, driving chemical deep into substrate, or if not thouroughly 
rinsed. 


PROJECT EXAMPLES (DATE APPLIED): PM-Grand Central Station, NY NY; PM-Alwyn 
Court Building, NY NY, terra cotta 


DATE ENTERED: 02/17/86 BY WHOM: Monica E. Diffenderfer, C.A.C., Atlanta 
LAST UPDATE: 02/27/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME; SURE KLEAN LIMESTONE PREWASH(iIST OF 2-PART SYSTEM)PATENTED: yes 
MANUFACTURER: ProSoCo, Inc. 


ADDRESS: P.O. Box 1578 
Kansas City, KS 66117 USA 


CONTACT: David Boyer TITLE: Tech. Services Dir. 
° PHONE: (913) 281-2700 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILE: yes 
' CSI NO.: 04500 


COMPOSITION: alkaline - sodium hydroxide (28.2%/wt); chelating agent (1%/wt); 
inert ingredients (68.82%/wt), thickener (.68%/wt); surfactant (1.3%/wt) 


DESCRIPTION: Part of system developed for cleaning heavily carbonned, extremely 
dirty limestone surfaces. Best for old limestone structures or in urban areas 

where exposure to atmospheric pollutants is high and surfaces are blackened.Pre- 
wash softens dirt & carbon. 


SUBJECT MATERIALS: concrete, limestone, other high-calcium based surfaces. 


METHOD OF APPLICATION: Apply test patch. Begin with water prerinse. Apply one 
heavy coat of product with brush or roller. Allow 30 min. or more dwell time 
depending on project. Remove product with water rinse. 


PRECAUTIONS: Avoid contact with skin and eyes. Beware of wind drift, protect 
pedestrian and vehicular traffic. Protect aluminum, glass, painted surfaces, 
shrubbery and asphaltic materials from overspray. Apply at temperature above 
40F. 


POSSIBLE ADVERSE EFFECTS: Failure to follow with Afterwash results in detergent 
residue on masonry. Application with high pressure spray may drive product into 
stone causing its discoloration. 


TESTS/REPORTS: “Masonry Cleaning - The State of the Art", article compiled by 
Pro So Co, Inc., p.14. 


° SPECIFICATION ON FILE: yes 

PRESERVATION CONCERNS: Poor rinsing/neutralization following alkaline cleaning 
: can result in staining, efflorescence/blotchy appearance due to residuals left 

in substrate. Application to high-iron substrates causes ferric hydroxide stain- 

ing. 


PROJECT EXAMPLES (DATE APPLIED): PM-Grand Central Station, NY NY; PM-Alwyn 
Court Building, NY NY, terra cotta 


DATE ENTERED: 02/17/86 BY WHOM: Monica E. Diffenderfer; C.A.C., Atlanta 
LAST UPDATE: 02/27/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME; SURE KLEAN LIMESTONE RESTORER PATENTED: yes 
MANUFACTURER; ProSoCo, Inc. 


ADDRESS: P.O. Box 1578 
Kansas City, KS 66117 USA 


CONTACT: David Boyer TITLE: Tech. Services Dir. 
PHONE: (913) 281-2700 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILE: yes 
CSI NO.; 04500 


COMPOSITION: hydrochloric acid (69.07%/vol.), glycolic acid (9.10%/vol.), amido 
sulfonic/H2SO4 acid (.09%/vol), inhibitors/wetting system (1.02%/vol.); inert 
ingredients (20.72%/vol) 


DESCRIPTION: Designed to remove atmospheric dirt, mildew and other surface 
stains from limestone/concrete surfaces. Most effective on exterior surfaces in 
rural and low pollution areas. Also removes salt stains caused by moisture in 
concrete and limestone. 


SUBJECT MATERIALS: cast-stone, concrete, limestone and other high-calcium based 
stones 


METHOD OF APPLICATION: Apply test patch. Begin with water pre-rinse. Apply one 
coat of product with brush, roller or low-pressure spray. Apply product diluted 
according to directions. Allow 3-5 minutes dwell time. Remove product with water 

rinse. 


PRECAUTIONS: Avoid contact with skin and eyes. Beware of wind drift; protect ped 
estrian and vehicular traffic. Protect aluminum, glass, painted surfaces, shrubs 
from overspray. Apply at temperature above 40F. 


POSSIBLE ADVERSE EFFECTS: Application with high-pressure spray may drive product 
deep into stone causing discoloration of surface. High pressure water rinse is 
importan: for removal of cleaner. 


TESTS/REPORTS: "Masonry Cleaning - The State of the Art", article compiled by 

Pro So Co, Inc., p. 13. . 
SPECIFICATION ON FILE: yes 

PRESERVATION CONCERNS: HC! will attack calcareous surfaces,removing part of sub- 
strate. The high concentrations normally required for effective removal of sur- 

face stains may cause ferrous chloride staining or efflorescence caused by salts 

left. 


PROJECT EXAMPLES (DATE APPLIED). 


DATE ENTERED: 02/19/86 BY WHOM: Monica E. Diffenderfer: C.A.C., Atlanta 
LAST UPDATE: 03/07/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME; SURE KLEAN LIQUID MARBLE CLEANER PATENTED: 
MANUFACTURER: ProSoCo, Inc. 


ADDRESS: P.O. Box 171677 
Kansas City, KS 66117 U.S.A. 


CONTACT: Mike Dickey TITLE: Customer Serv. Repr. 
. PHONE: (913) 281-2700 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILE: Yes 
. CSI NO.: 


COMPOSITION: Unknown 


DESCRIPTION: Non-acidic, blue-colored gel manufactured for the commercial clean- 
ing, restoration and maintenance of polished stonework or glazed masonry.Loosens 
and solubilizes surface dirt, carbon build-up and other atmospheric stains. 

Odorless and non-fuming. 


SUBJECT MATERIALS: Polished stone or glazed masonry 


METHOD OF APPLICATION: Apply test patch first. Apply the cleaner in concentrated 
form to the masonry surface using a soft bristled nylon brush; allow 5-15 min. 
without letiing dry; sponge rinse the surface thoroughly with water. 


PRECAUTIONS: Applicators should wear rubber gloves and other personal protective 
equipment to prevent contact with skin and eyes. The product should be stored in 
rubber or plastic containers. Foliage and painted surfaces should be protected. 

Beware of wind drift. 

POSSIBLE ADVERSE EFFECTS: Liquid Marble Cleaner will not affect polished or 


glazed masonry surfaces, but it may dull or remove waxes or other applied 
finishes. - Not intended for use on black marble. 


TESTS/REPORTS: 


SPECIFICATION ON FILE: Yes 
PRESERVATION CONCERNS: 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED: 06/27/88 BY WHOM: C.A.C. 
LAST UPDATE: / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME; SURE KLEAN MARBLE POULTICE PATENTED: 
MANUFACTURER: ProSoCo, Inc. 


ADDRESS: P.O. Box 171677 
Kansas City, KS 66117 U.S.A. 


CONTACT: Mike Dickey TITLE: Customer Serv. Repr. 
PHONE: (913) 281-2700 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILE: Yes 
CSI NO.: 


COMPOSITION: Blend of clays and biodegradable detergents in dry form. 


DESCRIPTION: Odorless non-acidic cleaning material that restores polished marbie 
and stone to its original appearance. When properly mixed with water and Marble 
Poultice Additive, the material forms a thick, creamy paste designed for trowel 
application. 


SUBJECT MATERIALS: marble, stone 


METHOD OF APPLICATION: Mix with water and apply a thick coating of the prepared 
poultice mix to the surface using a plasterer’s trowel or airless spray equip- 

ment, press a light polyurethane film against poultice; allow 12-24 hours. Re- 

move film and scrape off poultice. 


PRECAUTIONS: Should not be mixed or applied in subfreezing temperatures. Surface 
and air temperatures should be at least 75F. 


POSSIBLE ADVERSE EFFECTS: 


TESTS/REPORTS: 


SPECIFICATION ON FILE: Yes 


PRESERVATION CONCERNS: 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED: 06/28/88 BY WHOM: C.A.C. 
LAST UPDATE: / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: SURE KLEAN MARBLE POULTICE ADDITIVE PATENTED: 
MANUFACTURER: ProSoCo, Inc. 


ADDRESS: P.O. Box 171677 
Kansas City, KS 66117 U.S.A. 


CONTACT: Mike Dickey TITLE: Customer Serv. Repr. 
PHONE: (913) 281-2700 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILE: Yes 
CSI NO.: 


COMPOSITION: Exact composition unknown. Non-acidic; contains detergents and 
wetting agents. 


DESCRIPTION: An amber liquid containing detergents and wetting agents which 
increase the effectivenes of Sure Klean Marble Poultice, (See Product Record). 
Packaged in quart, gallon and five gallon containers. 


SUBJECT MATERIALS: marble 


METHOD OF APPLICATION: Add to Sure Klean Marble Poultice powder during mixing 
per instructions accompanying Marble Poultice. 


PRECAUTIONS: Do not allow to freeze, apply at temperatures exceeding 75F 


POSSIBLE ADVERSE EFFECTS: 


TESTS/REPORTS: 


SPECIFICATION ON FILE: Yes 


PRESERVATION CONCERNS: 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED: 09/11/88 BY WHOM: C.A.C. 
LAST UPDATE: / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME; SURE KLEAN NO. 800 STAIN REMOVER PATENTED: 
MANUFACTURER: ProSoCo, Inc. 


ADDRESS: P.O. Box 171677 
Kansas City, KS 66117 USA. 


CONTACT: Mike Dickey TITLE: Customer Serv. Repr. 
PHONE: (913) 281-2700 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILE: Yes 
CSI NO. 
COMPOSITION: Mild acid solution combined with special wetting systems and in- 
hibitors. 


DESCRIPTION: A masonry cleaning product that removes green, brown and yellow 
vanadium stains from brick, as well as “Acid Burns” and other metallic stains 
from all types of masonry surfaces. 


SUBJECT MATERIALS: brick, masonry, stone, concrete, tile 


METHOD OF APPLICATION: Apply test patch. Apply the product concentrated and 
generously to all areas. Allow 10-15 min. or until stain is removed. Rinse 
thoroughly with fresh water. A special neutral-izing rinse should be applied. 


PRECAUTIONS: Test or protect all surrounding non-masonry surfaces. Wear rubber 
gloves and avoid splash to skin and eyes. The product contains corrosive in- 
gredients. Complete ventilation should be maintained at all times during in- 

terior application. 


POSSIBLE ADVERSE EFFECTS: 


TESTS/REPORTS: 


SPECIFICATION ON FILE: Yes 


PRESERVATION CONCERNS: . 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED: 06/27/88 BY WHOM: C.A.C. 
LAST UPDATE: / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME SURE KLEAN RESTORATION CLEANER PATENTED yes 
MANUFACTURER ProSoCo, Inc 


ADDRESS. P.O. Boa 1578 
Kansas City, KS 66117 USA 


CONTACT. David Boyer TITLE. Tech. Services Dir 
PHONE, (913) 281-2700 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILE: yes 
CSI NO. 04500 


COMPOSITION: hydrofluoric acid (6 10%/wt), amido sulfonic acid (6.72%/ wi), 
inhibitor/wetting agent (3.44%/wi), inert ingredients (85.74%/ wt) 


DESCRIPTION. Concentrated acidic cleaning compound formulated as a carbon 
solubilizer for cleaning and restoring older masonry surfaces Loosens and 
removes dirt, paint oxidation, carbon build-up, atmospheric stains 


SUBJECT MATERIALS brick, granite, marble, sandstone, terra cotta 


METHOD OF APPLICATION: Apply test patch. Begin with water pre-rinse. Apply one 
coat of product with brush, roller or low-pressure spray Allow 3-5 minutes 
dwell time Remove product with water rin: 


PRECAUTIONS Avoid contact with skin and eyes. Beware of wind drift, protect 
pedestrian and vehicular traffic Protect aluminum, glass, painted surfaces, 

shrubs from overspray Apply at temperature above 40F Not recommended for use 
on lumestone or concrete 


POSSIBLE ADVERSE EFFECTS: Discoloration of surface may result from using a high. 
pressure cleaner spray, driving chemicals deep into surface If not diluted, at 
lerst one part water, cleaner will etch polished marble or granite 


TESTS/REPORTS: “Masonry Cleaning - The State of the Art’, article compiled by Pr 
0 So Co, Inc., p.13. 


SPECIFICATION ON FILE: yes 


PRESERVATION CONCERNS Used in high concentrations, HF acid may etch. stain -: 
damage substrates. HF acid will attack calcareous surfaces, will etch polished 
or glazed surfaces 


PROJECT EXAMPLES (DATE APPLIED) PM-~-Penn Academy of Fine Arts, Phila. PA; PM-Old 
Washington D.C Post Office (contr.-Nat'l_ Restoration Co.,Pairfax VA);C-Hartley- 

Rose Belting Co. Pittsburgh PA, sandstone/terra cotta (1983), C-1112 W North 

Avenue, Pittsburgh PA, painted red-brick (1983) 


DATE FNTERED 02/19/86 BY WHOM: Monica E. Diffenderfer, C.A.C., Atlanta 
LAST UPDATE: 02/27/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME SURE KLEAN SMOKE REMOVER PATENTED 
MANUFACTURER ProSeCo, Inc 


ADDRESS P.O. Box 171677 
Kansas City, KS 66117 USA 


CONTACT: Mike Dickey TITLE: Customer Serv Repr 
PHONE, (913) 281-2700 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILE: Vou 
cS NO. 


COMPOSITION Alkaline powder blended with special wetting agents 


DESCRIPTION: When mixed with warm water it effectively removes smoke, soot, and 
grease More dilu ed solutions may be used on most metallic and painted surfaces 


SUBJECT MATERIALS concrete, stone, stainiess steel, plaster, polished granite, 
marble, terrazzo 


METHOD OF APPLICATION: Apply test patch. 
faces with water. Apply the solution using sponge or soft fibered bul densely 
and 


filled brush. Allow 3-5 min. Reapply scrub vigorously Rinse off with water 
PRECAUTIONS Protect all adjacent surfaces and carpeting. Wear rubber gloves and 
avoid splash to skin and eyes. Beware of drift, splash, or run of! on all non 


masonry surfaces. 


POSSIBLE ADVERSE EFFECTS 


TESTS/REPOR TS 


SPECIFICATION ON FILE: Yes 


PRESERVATION CONCERNS 


PROJECT EXAMPLES (DATE APPLIED) 


DATE ENTERED 06/28/88 BY WHOM CAC 
LAST UPDATE: / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME SURE KLEAN STRIPPABLE MASKING (CLEAR) PATENTED. 
MANUFACTURER. ProSeCo, Inc 


ADDRESS P.O. Bow 17167) 
Kansas City, KS 66117 Usa 


CONTACT. Mike Dickey TITLE: Customer Serv. Repr 
PHONE. (913) 281-2700 
PRODUCT TYPE Masking Agent SPECS ON FILE: Ves 
CS NO, 


COMPOSITION Contains toluol, acetone, iophorone, and propylene oxide. 


DESCRIPTION An easily applied liquid that dries to form a temporary protective 
coating, to prevent contact with Sure Klean masonry cleaning solutions Allows 
occupants to see out and lets light in 


SUBJECT MATERIALS Glass, unpainted metal, polished stone 


METHOD OF APPLICATION: Stir contents before applying; apply with a medium nap 
roller or a paint brush Apply test patch, clean all surfaces, apply the product 

in two coats - one vertically and one horizontally, allow 15-20 min between 

coats Remove within 3-8 weeks 


PRECAUTIONS Extremely Mammable, keep away from heat sparks, fame, and smoking 
materials Keep container closed Use with adequate ventilation Avoid breathing 

fumes Avoid contact with eyes, skin, and clothing Apply at temperature above 

WF Do not apply in spray 


POSSIBLE ADVERSE EFFECTS Safety glass (hard plastics) or tinted glass surfaces 


(where trnting has been applied ai the exterior) will be damaged by Strippable 
Mashing 


TESTS/REPORTS 
SPECTFIC ATION ON FILE Ves 


PRESERVATION CONCERNS Masking agents should generally be removed as quickly as 
possible Leaving them in place may result in increased difficulty of removal 


PROJECT EXAMPLES (DATE APPLIED) 


DATE ENTERED 06/28/88 BY WHOM: CAC 
LAST UPDATE / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: SURE KLEAN STRIPPABLE MASKING (WHITE) PATENTED 
MANUFACTURER, ProSoCo, Inc. 


ADDRESS P.O. Bow 171677 
Kansas City, KS 66117 USA. 


CONTACT: Mike Dickey TITLE: Customer Serv. Repr. 
PHONE. (913) 281-2700 
PRODUCT TYPE: Masking Agent SPECS ON FILE: Yes 
CSI NO. 


COMPOSITION: Contains toluene, acetone, and chlorinated paraffin. 


DESCRIPTION: Easily applied liquid that dries to form a temporary coating, pro- 
tecting glass and other surfaces from contact with Sure Klean masonry cleaning 
solutions 


SUBJECT MATERIALS glass, unpainted metal, polished stone 


METHOD OF APPLICATION: Applied using brush, roller or specially outfitted air- 
less spray equipment Apply test patch clean all surfaces. Apply one heavy coat 

or two light ones.No gaps should be left in the film. Allow to dry at least for 

| hour Remove within 3-8 weeks 


PRECAUTIONS Extremely Mammabdie, away from heat sparks, flame, and smoking 


POSSIBLE ADVERSE EFFECTS Safety glans 
(where tinting has been applied at the exterior) will be damaged by Strippable 
Mashing 


TESTS/REPORTS 


SPECIFICATION OWN PILE: Yes 
PRESERVATION CONCERNS 


PROJECT EXAMPLES (DATE APPLIED) 


DATE ENTERED 06/28/08 BY WHOM CAC 
LAST UPDATE: / / 





MASONRY PRODUCT INFORMATION 
PRODUCT NAME: SURE KLEAN WEATHER SEAL 201-GP PATENTED: yes 
MANUFACTURER. ProSoCo, Inc 


ADDRESS P.O. Box 1578 
Kansas City, KS 66117 USA 


CONTACT: David Boyer TITLE: Tech. Services Dir 
PHONE, (913) 281-2700 


PRODUCT TYPE: Water-repellient Coating SPECS ON FILE: yes 

CSI NO. 07100 
COMPOSITION. modified stearate water repellent resin suspended in a petroleum 
distillate 


DESCRIPTION: General purpose non-silicone water-repellent for above grade uses, 
forms effective surface and sub-surface water-proofing barrier, reduces weather. 
ing streaks and color change, retains breathing permeability of stone, reducing 
spalling and cracking 


SUBJECT MATERIALS architectural concrete, dense clay brick, natural stone, 
stucco 


METHOD OF APPLICATION: Apply test patch. Begin with clean, dry surface Apply | 
coat of product with brush, roller or low-pressure spray 


PRECAUTIONS Avoid hazardous vapors, provide adequate ventilation Protect 
aluminum, glass, painted surfaces, shrubs from overspray Apply at temperature 
above 40F 


POSSIBLE ADVERSE EFFECTS 


TES’ S/REPORTS Water repeliency test by DL Laboratories, New York, NY. April 2. 
1979 (results on file) 


SPECIFICATION ON FILE: yes 


PRESERVATION CONCERNS 


PROJECT EXAMPLES (DATE APPLIED) C-St. John the Baptiot Church, Syracuse NY, 
brick (1978), C-Ellis County Courthouse, Waxahatchie TX, pink granite (1979) 


DATE ENTERED 02/19/86 BY WHOM Monica £. Diffenderfer, C AC... Atlante 
LAST UPDATE. 03/07/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: SURE KLEAN WEATHER SEAL 224 PATENTED: yes 
MANUFACTURER: ProSoCo, Inc. 


ADDRESS: P.O. Box 1578 
Kansas City, KS 66117 USA 


CONTACT: David Boyer TITLE: Tech. Services Dir. 
PHONE: (913) 281-2700 
PRODUCT TYPE: Water-repellent Coating SPECS ON FILE: 
OTHER NAMES: Currently Sure Klean Weather Seal 201-GP CSI NO. 07100 


COMPOSITION: Unknown. 


DESCRIPTION: Clear non-staining water-proofing and sealing product 


SUBJECT MATERIALS granite, limestone, marble, natural stone, sandstone, slate 


METHOD OF APPLICATION: Apply test patch. Begin with clean, dry surface. Apply | 
coat of product with brush, roller or low-pressure spray. 


PRECAUTIONS Avoid hazardous vapors, provide adequate ventilation Protect 
aluminum, glass, painted surfaces, shrubs from overspray Apply at temperature 
above 40F 


POSSIBLE ADVERSE EFFECTS 


TESTS/REPORTS 


SPECIFICATION ON FILE 
PRESERVATION CONCERNS 


PROJECT EXAMPLES (DATE APPLIED) C-Old Federal Courts Building, St. Pau! MN. 
granite (1976) 


DATE ENTERED 02/19/86 BY WHOM: Monica E. Diffenderfer, C.A.C.. Atlanta 
LAST UPDATE: 03/07/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: SURE KLEAN WEATHER SEAL H40 PATENTED 
MANUFACTURER: ProSoCo, Inc. 


ADDRESS: P.O. Bow 171677 
Kansas City, KS 66117 USA. 


CONTACT: Mike Dickey TITLE: Customer Serv. Repr. 
PHONE, (913) 281-2700 
PRODUCT TYPE: Consolidant/Water-repelient Coating SPECS ON FILE: Yes 
CSI NO. 


COMPOSITION. Silicon Dioxide (SiO2) natural binding materials - ketones, silicic 
acid / silane blend 


DESCRIPTION. Deep penetrating water-repellent and consolidating treatment, im- 


proves surface and substrate integrity along with a long lasting hydrophobic 
effect, reduces efflorescence, leaching, mildew, etc It resists acids and 
alkalis. 


SUBJECT MATERIALS. concrete, brick, limestone, granite, and other masonry build- 
ing materials 


METHOD OF APPLICATION: Apply test patch. Surface cracks and voids must be patch- 
ed before application. Begin with clean and dry surface. Apply product as pack - 

aged with low pressure spray equipment in two “wet-on-wet" applications. Dries 

fully in 72 hours. 

PRECAUTIONS: Do not apply at surface and air-vemperature below 40F aad on windy 
days. Product should be stored in a cool and dry place. Very flammable, keep 

away from fire and flame, use protective clothing, assure good cross ventilation 

avoid humidity & radiation 


POSSIBLE ADVERSE EFFECTS It should not be applied to some types of marble 


TESTS/REPORTS 


SPECIFICATION ON FILE: Yes 


PRESERVATION CONCERNS 


PROJECT EXAMPLES (DATE APPLIED) 


DATE ENTERED 06/27/88 BY WHOM CAC 
LAST UPDATE 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: SURE KLEAN WEATHER SEAL SILOXANE PATENTED 
MANUFACTURER: ProSoCo, Inc. 


ADDRESS. P.O, Box 171677 
Kansas City, KS 66117 USA. 


CONTACT: Mike Dickey TITLE: Customer Serv. Repr. 
PHONE, (913) 281-2700 
PRODUCT TYPE: Water-repellent Coating SPECS ON FILE: Yes 
CSI NO. 


COMPOSITION: Oligomeric alkyl-alkoxy siloxane suspended in a petroleum solvent. 


DESCRIPTION: Provides protection against moisture intrusion and resulting 
efflorescence, leaching, mildew, atmospheric staining, etc. Resistant to acids 
and alkalis. 


SUBJECT MATERIALS concrete, brick, clay tile 


METHOD OF APPLICATION: Apply test patch. Masonry surface must be clean, damp and 
absorbent. The siloxane should be applied as pack. d with low pressure airless 

spray equipment, or heavily saturated brush or roller, Apply in two “wet-on- wet" 
applications 


PRECAUTIONS Should not be applied at surface and air temperatures below 40F or 
above |00F Product should be kept in sealed containers and away from extreme 

heat Provide good ventilation during application Adjoining materials should be 
protected. 

POSSIBLE ADVERSE EFFECTS Adhesion of cementitious coatings and plaster /stucco 


coats will be adversely affected The product is generally not suitable for ap- 
plication to gypsum. plaster or synthetic resin paints. 


TESTS/REPORTS 


SPECIFICATION ON FILE: Yes 


PRESERVATION CONCERNS 


PROJECT EXAMPLES (DATE APPLIED) 


DATE ENTERED 06/28/88 BY WHOM: CAC 
LAST UPDATE / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: SURE KLEAN WEATHER SEAL SPECIAL SILOXANE PATENTED: 
MANUFACTURER: ProSoCo, Inc. 


ADDRESS: P.O. Box 171677 
Kansas City, KS 66117 U.S.A. 


CONTACT: Mike Dickey TITLE: Customer Serv. Repr. 
PHONE: (913) 281-2700 
PRODUCT TYPE: Water-repellent Coating SPECS ON FILE: Yes 
CSI NO. 


COMPOSITION: Unknown 


DESCRIPTION: Clear system that is particularly effective on porous brick and 
tile surfaces. Upon evaporation of the solvent carrier it chemically locks into 
the substrate to provide colorless, durable water protection. Prolongs color, 
texture and overall surface 


SUBJECT MATERIALS brick, plaster, stucco, architectural concrete, masonry 


METHOD OF APPLICATION: Apply test patch. Surface to be treated must be thorough - 
ly clean, dry, and in good repair. Apply with low pressure spray equipment, or 

with roller or brush. Apply initial light coat followed by a flooded one. Allow 

12 hours and repeat if necessary. 

PRECAUTIONS. Surface and air temperatures should be at least 40F. Do not use 


near fire or flame. Wear protective clothing during application. Avoid breathing 
furmes and skin contact. Apply in well ventilated areas only. 


POSSIBLE ADVERSE EFFECTS Not recommended for asphaltic surfaces or surfaces to 
be painted 


TESTS/REPORTS: 


SPECTFICATION ON FILE: Yes 


PRESERVATION CONCERNS 


PROJECT EXAMPLES (DATE APPLIED) 


DATE ENTERED 06/28/88 BY WHOM CAC 
LAST UPDATE: / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: SURE KLEAN WEATHER SEAL SS PATENTED: yes 
MANUFACTURER; ProSoCo, Inc. 


ADDRESS: P.O. Box 1578 
Kansas City, KS 66117 USA 


CONTACT: David Boyer TITLE: Tech. Services Dir. 
PHONE: (913) 281-2700 
PRODUCT TYPE: Water-repellent Coating SPECS ON FILE: 
CSI NO.: 07100 


COMPOSIT'!ON: hydrophobic silica (diffused quartz carbide) 


DESCRIPTION: Weather Seal SS is a water/stain repellent which chemically locks 
into substrata of stone; resists spalling and efflorescence. Good for treatment 

on smooth architectural precast and “as-cast” finishes - no darkening or color 
change. 


SUBJECT MATERIALS: architectural concrete, brick, plaster, stucco 


METHOD OF APPLICATION: Apply test patch. Begin with clean, dry surface. Apply | 
coat of product with brush, roller or low-pressure spray. 


PRECAUTIONS: Avoid hazardous vapors, provide adequate ventilation. Protect alum- 
inum, glass, painted surfaces, shrubs, and asphaltic materials from overspray. 
Protect product from extreme heat, flammable. Apply at temperature above 40F. 


POSSIBLE ADVERSE EFFECTS. 


TESTS/REPORTS: Water repeliency test by DL Laboratories, New York, NY, Apri! 2, 
1979 (results on file) 


SPECIFICATION ON FILE: 


PRESERVATION CONCERNS. 


PROJECT EXAMPLES (DATE APPLIED) C-Ellis County Courthouse, Waxahachie TX, pink 
granite (1979) 


DATE ENTERED 02/19/86 BY WHOM: Monica E. Diffenderfer. C *.C.. Atlanta 
LAST UPDATE: 03/07/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: SURE KLEAN WHITE SCUM REMOVER PATENTED: 
MANUFACTURER: ProSoCo, Inc. 


ADDRESS: P.O. Box 171677 
Kansas City, KS 66117 USA. 


CONTACT: Mike Dickey TITLE: Customer Serv. Repr. 
PHONE: (913) 281-2700 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILE: Yes 
CSI NO. 


COMPOSITION: Blend of mild organic and inorganic acid solutions combined with 
special wetting agents and inhibitors. 


DESCRIPTION: Designed for removing insoluble salt scums (carbonates & sulfates) 
from vitrified brick and tile surfaces. Does not discolor or alter the surface 

when properly applied. Makes a thin film of hard white/grey deposits. Restores 
surfaces to natural color. 


SUBJECT MATERIALS. brick, tile 


METHOD OF APPLICATION: Apply test patch on both dry & prewetted areas. Dilute 
with equal parts fresh water. Prewet the surface with water. Apply generously 

with a soft fibered acid washing brush or low-pressure spray. Reapply after 2-3 

min. and scrub, rinse wall thoroughly 


PRECAUTIONS. The product is acidic and should be handled accordingly. Adjacent 
surfaces should be protected. Polished “tone surfaces should be cleaned with 

care. Applicators should wear protective clothing to avoid splash on skin & eyes 

Store in rubber containers. 

POSSIBLE ADVERSE EFFECTS: Do not use on concrete or cementitious surfaces, natu- 


ral stone, and stucco. - Vapors from this material may oxidize metals, glass. 
etc. 


TESTS/REPORTS. 


SPECIFICATION ON FILE: Yes 


PRESERVATION CONCERNS. 


PROJECT EX 4 MPLES (DATE APPLIED): 


DATE ENTERED 06/27/88 BY WHOM: C.A.C 
LAST UPDATE: / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: SYSTEM 42 PATENTED: 
MANUFACTURER: Edison Chemical Systems, Inc. 


ADDRESS. 25 Grand Street 
Waterbury, CT 06704 USA. 


CONTACT: Mike Edison TITLE: President 
PHONE: (203) 597-9727 
PRODUCT TYPE: Bonding Agent SPECS ON FILE: Yes 
CSI NO. 


COMPOSITION: Acrylic poly mer 


DESCRIPTION: High performance latex admixture that improves flexibility and 
durability. Dries to an irreversible clear film. For use in moist environments 
interior or exterior, and with colored mortars. Can be applied as a dust-proof 
coating on concrete floor 


SUBJECT MATERIALS: cement patches, mortar, plaster, stucco, cement paints, over- 
layments 


METHOD OF APPLICATION: Surface must be clean and structurally solid. Dampen the 
surface with water Alternatively apply a mixture of | part bonding agent and | 

part water Apply patching mixtures before bonding agent has dried. Rinsedown 

spills or runs with water. 

PRECAUTIONS. Minimum application temperature is SOF. Once mixed with cement 
bonding agents should be applied immediately. Keep containers closed. Keep from 


freezing. Avoid contact with eyes and skin. Do not overtrowel. Avoid standing 
water for first 7-8 days. 


POSSIBLE ADVERSE EFFECTS: 


TESTS/REPORTS: 


SPECIFICATION ON FILE: Yes 


PRESERVATION CONCERNS: 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED 06/28/88 BY WHOM: C_A.C 
LAST UPDATE: / / 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME. SYSTEM 42E PATENTED 
MANUFACTURER: Edison Chemical Systems, Inc. 


ADDRESS. 25 Grand Street 
Waterbury, CT 06704 U.S.A. 


CONTACT: Mike Edison TITLE: President 
PHONE: (203) 597-9727 
PRODUCT TYPE: Bonding Agent SPECS ON FILE: Yes 
CS! NO. 


COMPOSITION: Ethylene co-polymer 


DESCRIPTION: High performance latex admixture that improves adhesion, flexibil- 
ity, resistance, etc. Designed for lower working temperatures and low cost. It 
improves working and finishing characteristics. Odorless; makes an irreversible 

film. 


SUBJECT MATERIALS: cement patches, mortar, plaster, stucco, cement paints, over- 
layments 


METHOD OF APPLICATION: Surface must be clean and structurally solid. Dampen the 
surface with clear water. Alternatively apply a mixture of | part bonding agent 

and | part water. Apply patching mixtures before bonding agent has dried. Rinse 

down spills or runs with water. 

PRECAUTIONS: Minimum application temperature is 40F. Once mixed with cement 
bonding agents should be applied immediately. Keep containers closed. Keep from 
freezing. Avoid contact with eyes and skin. Do not overtrowel. Avoid standing 

water for first 7-8 days. 


POSSIBLE ADVERSE EFFECTS: 


TESTS/REPORTS. 


SPECIFICATION ON FILE: Yes 


PRESERVATION CONCERNS: 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED 06/28/88 BY WHOM: C.A.C 
LAST UPDATE: / / 
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MASONE . PRODLICT INFORMATION 
PRODUCT NAME SYSTEM @0-1 PATENTED 
MANUTACTURER tdmon Chemical Syveteme Inc 


ADDRESS 25 Corant Sireet 
Waterbury, CT 06704 USA 


CONTACT Mike Edinon TITLE President 
PHONE (203) 907.97)? 
PRODUCT TYPE Water -repetient Coating SPECS ON PILE 
OTHER NAMES Edison Syvetem 9O-M (var ) CSI NO. 07100 


COMPOSITION one component polymer prepolymer with additives and surfactant: in 
Rule 66 hydrocarbon solven: 


DESCRIPTION Product protects substrate from water seepage. chemical exposure 
and weathering Replaces the need for curing compounds or frequent resealing 
Does not entrap soluble salt. creating subflorescence Permits escape of 

internal momture vapor 


SUBIECT MATERIALS brick. concrete. -oncrete masonry. limestone. marble. slate. 
terra cotta 


METHOD OF APPLICATION Apply test patch Begin with clean, dry surface Apply 
two coats of product with brush roller or low-pressure spray Apply product in 
concentrate Allow > hour: drying time between coats 


PRECAUTIONS Avoid hazardous vapors, provide adequate ventilation Protect 
aluminum thrut and asphaltic material from overspray Apply at temperature 
above 40% Protect product from extreme heat flammable 


POSSIBLE ADVERSE EFFECTS May fail to adhere and/or may discolor if applied to 
wet substrates No adverse effects on slightly damp surfaces 


TESTS/REPORTS ASTM G-5) (Accelerated Weathering). Consolidated Edison Co Chem 
sca! Laborator, Report. Wind-Driven Rain Test 


SPECTFICATION ON FILE 
PRESERVATION CONCERNS 


PROJECT EXAMPLES (DATE APPLIED) PM-The Palladium Building, New Haven CT. brown 
stone (1981) PM-~-St John’s Byzantine Church, New Haven CT (1983) 


DATE ENTERED 04/15/86 8Y WHOM Monica E. Diffenderfer, C A.C. Atiane 
LAST UPDATE 06/02/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME TIERRA COTTA CLEANER PATENTED wee 
MANUFACTURER Nowa Chemical Corp 


ADDRESS 1520 Lee 
North Kansas City, MO 64116 USA 


CONTACT Steve Jackson TITLE President 
PHONE (816) 221-2712 
PRODUCT TYPE Chemical Cleaner SPECS ON FILE. yes 
CM NO. 04500 


COMPOSITION proprietary acidic products in combination with detergents, surfac 
tants and buffering agents 


DESCRIPTION Product «@ specifically designed to remove dirt and grime from 
terra cotta 


SUBJECT MATERIALS terra cotta 


METHOD OF APPLICATION Apply test patch Begin with dry surface Apply one coat 
of product with brush, roller or low-pressure spray Allow 3-5 minutes dwell 
time Remove product with water rinse 


PRECAUTIONS Avoid contact with skin and eyes Beware of wind-drift, protect 
pedestrian and vehicular traffic Protect aluminum. wood. steel and painted 
surfaces and shrubbery 


POSSIBLE ADVERSE EFFECTS Product may etch glass or highly polished surfaces in 
full strength 


TESTS/REPORTS 


SPECIFICATION OWN FILE: yes 


PRESERVATION CONCERNS 


PROJECT EXAMPLES (DATE APPLIED) PM-Poindexter Building, Kansas City MO (8/1986) 


DATE ENTERED 03/10/86 BY WHOM: Monica E. Diffenderfer, C_A.C., Attants 
LAST UPDATE 04/29/86 
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MASONRY PRODUCT INFORMATION 


PRODUCT NAME TERRAZOTONI 
MANUFACTURER Penetone Corporation 
SUBSIDIARY OF Wea Chemical Product 
ADDRESS 34 Mudeon Avenue 
Tenafly, NJ 07670 USA 


CONTACT TITLE 
PHONE (201) 567-3000 


PRODUCT TYPE Waterproof Coating 
COMPOSITION water-based acrylic 


PATENTED ver 


SPECS ON FILE ves 
CSI NO. 07100 


DESCRIPTION Acrylic water-based seale: that provides clear, protective coating 
on terrazzo and other porous flooring surfaces Provides protection against 


staining. crumbling. deterioration and wear 


SUBJECT MATERIALS concrete, terrazzo 


METHOD OF APPLICATION: Apply test patch Beg 


in with clean, dry surface Apply 


one coat of product with brush, roller or low-pressure spray Allow 3 min to 


POSSIBLE ADVERSE EFFECTS: 


TESTS/REPORTS 


SPECIFICATION OWN FILE: yes 


PRESERVATION CONCERNS 


PROJECT EXAMPLES (DATE APPLIED) 


DATE ENTERED 02/06/86 BY WHOM: Monica E. Diffenderfer. C A C.. Atlanta 


LAST UPDATE: 03/03/86 














MASONRY PRODUCT INFORMATION 
PRODUCT NAME THOROROND PATENTED yes 
MANUFACTURER Thoro System Product 


ADDRESS 7ROO NW Vth Street 
Miami, FL 33166 USA 


CONTACT G.L. Kaudeen TITLE: Dir., Nat. Sales 
PHONE (905) 992.208) 
PRODUCT TYPE Bonding Agent SPECS ON FILE vee 
CSI NO 


COMPOSITION ethylene glyco! 2%/wt., polyviny! acetate emulsion 


DESCRIPTION Bonding agent for plaster and concrete, mortar bed of ceramic tile 
to walls and floors, terazzo and stucco 


SUBJECT MATERIALS concrete, plaster 


METHOD OF APPLICATION: Apply test patch Begin with clean, dry surface Apply by 
brush, roller or low-pressure spray Allow bond to dry until no longer tacky 
before applying plaster or cement — materials may be applied up to } days later 


PRECAUTIONS Avoid contact with skin and eyes Do not dilute with water. do not 
apply to frozen surfaces, water soluble paints. caicimine. wallpaper Do not 

apply where constant moisture is present. such as exterior surfaces exposed to 

rain 


POSSIBLE ADVERSE EFFECTS 


TESTS/REPORTS. Test results available from manufacturer upon request 


SPECIFICATION ON FILE: yes 


PRESERVATION CONCERNS 


PROJECT EXAMPLES (DATE APPLIED) 


DATE ENTERED 03/07/86 BY WHOM. Monica E. Diffenderfer. CAC... Atlante 
LAST UPDATE. 06/02/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME THOROCLEAR 77) PATENTED veo 
MANUFACTURER Thoro Svetem Products 


ADDRESS TROO NW Vath Street 
Miami, FL 43166 LISA 


CONTACT G.L. Kawdeen TITLE Dir., Nat. Sales 
PHONE (905) 992.208) 
PRODUCT TYPE Water-repelient Coating SPECS ON FILE ves 
CSI NO. 07100 





COMPOSITION methy! siloonate, mineral epirite 95% wt 


DESCRIPTION Clear water-repelient coating formulated for deep penetration as 
protection against moisture absorption Minimizes efflorescence and allows sur 
face breathability 


SUBJECT MATERIALS asbestos shingles and siding, brick, cement, clay tile, con 
crete. field stone, plaster, stucco, terra cotta 


METHOD OF APPLICATION: Apply test patch Begin with clean, dry surface Apply 
one coat of product with brush, roller or low-pressure spray Allow 24 hours 
between coats 


PRECAUTIONS Avoid hazardous vapors, provide adequate ventilation Protect 
aluminum, glass and shrubbery from overspray Do not apply to obviously damp 
surfaces Apply at temperature above 40F 


POSSIBLE ADVERSE EFFECTS Product may have adverse effect on limestone and 
granite Incompatable with strong oxidizers 


TESTS /REPORTS Test reports available from manufacturer upon request 





SPECIFICATION ON FILE: yes 


PRESERVATION CONCERNS Siliconates are highly alkaline, reaction with high-iron . 
substrates(limestone. granite. sandstone) may result in ferrous hydroxide stain 

Uneven application may cause white deposit forming:product best for freshly made 

mat'ls 


PROJECT EXAMPLES (DATE APPLIED). SC-University of Wahington Campus, Seattle WA. 
brick (1980), SC-Richmond Memorial Library, Batavia N'Y sandstone /brick (1951/52) 


DATE ENTERED 03/07/86 BY WHOM: Monica E. Diffenderfer. CAC... Atlanta 
LAST UPDATE. 06/02/86 














MASONRY PRODUCT INFORMATION 


PRODUCT NAME THOROCLEAR SPECIAL 
MANUFACTURER Thoro System Products 


ADDRESS 7ROO NW Vth Street 
Miam:, FL 33166 USA 


PATENTED yee 


CONTACT G.L. Kewdern TITLE: Div., Mat. Seles 


PHONE (305) 992-208) 
PRODUCT TYPE Water-repetiont Coating 
COMPOSITION. silicone base 


SPECS ON FILE: yes 
CS NO. 07100 


DESCRIPTION Clear siltcone water repellent to be applied to aged limestone and 
horizontal concrete surfaces Reduces freere ‘thaw damage, prevents darkening of 


wet surfaces and increases life of concrete 


SUBJECT MATERIALS most limestone, horizontal concrete surfaces 


METHOD OF APPLICATION Apply test patch Begin with clean, dry surface Apply 
one coat of product with brush, or low-pressure spray 


PRECAUTIONS Avoid contact with skin and eves. Protect all surfaces not to be 
treated Apply at temperature above 40F Do not use on brick. freshly quarried 


stone or slate 


POSSIBLE ADVERSE EFFECTS Should not be used on stone with high clay content 
because it tends to darken the su:face Slight darkening may occur on some 


limestones containing slate or iron 


TESTS/REPORTS Test reports available from manufacturer upon request 


SPECTFIC ATION ON FILE: ves 


PRESERVATION CONCERNS Product reacts to iron. Manufacturer's safety data sheet 


lists incompatability with “strong oxidizers * 


PROJECT EXAMPLES (DATE APPLIED) 


DATE ENTERED 03/07/86 BY WHOM: Monica E. Diffenderfer, C A.C., Atiants 


LAST UPDATE: 06/02/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME ULTRA-KLEAN CONCENTRATED RESTORATION CLEANLR 


MANUFACTURER Glidden Coatings and Resins 
SUBSIDIARY OF SCM. Corporation 
ADDRESS 925 Euchd Avenue 
Cleveland, ON $441 15 LISA 


CONTACT. Bernice Bolek TITLE PR. Manager 
PHONE (216) 444-8216 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILI 
CSI NO. 04500 


COMPOSITION. acidic, precise chemical content unknown — see Possible Adverse 
Effects 


DESCRIPTION. Recommended for cleaning and restoring older masonry surfaces A 
strong, concentrated acidic cleaning compound formulated as a carbon solubilizer 
which solubilizes dirt, carbon and paint oxidation 


SUBJECT MATERIALS brick, sandstone 


METHOD OF APPLICATION. Apply test patch Apply one coat of product with brush 
rolier or low-pressure spray Apply product diluted according to directions 
Allow 3-5 minutes dwell time Remove product with water rinse 


PRECAUTIONS Avoid contact with skin and eyes Protect aluminum, glass, painted 
surfaces, shrubbery and asphaltic materials from overspray Apply at tempera. 
ture above 40F 


POSSIBLE ADVERSE EFFECTS: Product can etch aluminum and glass Product may have 
a bleaching effect on masonry if not diluted 


TESTS/REPORTS: “Cleaning of Building Exteriors’. by Norman R_ Weiss. Technolog) 
and Conservation, fall 1976 


SPECIFICATION ON FILE: 


PRESERVATION CONCERNS Product may etch adjacent materials Product may bleach 
masonry if directions are not carefully executed 


PROJECT EXAMPLES (DATE APPLIED). 


DATE ENTERED 04/15/86 BY WHOM: Monica E. Diffenderfer. C A C.. Atlante 
LAST UPDATE 06/02/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME ULTRA-KLEAN HEAVY-DUTY WATER-REPELLENT 


MANUFACTURER Glidden Coatings and Resins 
SUBSIDIARY OF SCM Corporation 
ADDRESS 925 Luctid Avenue 
Cleveland, OM 44115 USA 


CONTACT. Bernice Bolek TITLE PR. Manager 
PHONE (216) 344-8216 
PRODUCT TYPE: Water-repelient Coating SPECS ON PILE 
CSI NO. 07100 


COMPOSITION. acrylic resins 


DESCRIPTION Designed for use on porous masonry, for waterproofing vertical, 
above-grade masonry surfaces, forms surface and sub-surface waterproofing 
barrier which prevents migration of moisture, reduces weathering streaks and 
color change. spalling 


SUBJECT MATERIALS clay brick, concrete, concrete block, exposed aggregate. 
natural stone. stucco, tile 


METHOD OF APPLICATION: Apply test patch. Begin with clean, dry surface Appl) 
one coat of product with brush, roller or low-pressure spray 


PRECAUTIONS Avoid contact with skin and eyes. Avoid hazardous vapors, provide 
—— from overspray. Apply on dry days Apply at temperature 


POSSIBLE ADVERSE EFFECTS Slight darkening may be noticed on some surfaces 


TESTS/REPORTS. Stone Decay and Conservation, by Amoroso and Fassina, Elsevier 
Science Pubi. Co., 1983, p. 324-345. 


SPECIFICATION ON FILE 
PRESERVATION CONCERNS Product may darken surface of material. 


PROJECT EXAMPLES (DATE APPLIED) 


DATE ENTERED 04/15/86 BY WHOM: Monica E. Diffenderfer, C.A.C.. Atlanta 
LAST UPDATE: 06/02/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME ULTRA-KLEAN LIMESTONE RESTORER PATENTED 


MANUFACTURER Glidden Coatings and Resins 
SUBSIDIARY OF S.C_M. Corporation 
ADDRESS 925 Euchd Avenue 
Cleveland, OM 944115 USA 


CONTACT. Bernice Bolek TITLE: PR. Manager 
PHONE. (216) 344-8216 
PRODUCT TYPE: Chemical Cleaner SPECS ON FILE 
CSI NO. 04500 


COMPOSITION. concentrated blend of acidic ingredients and wetting agents 


DESCRIPTION. Formulated to restore older limestone surfaces and other types of 
masonry with high-calcium base to their original appearance. Removes atmos- 
pheric dirt and carbon stains, as well as embedded clay and mud stains 


SUBJECT MATERIALS concrete, limestone, masonry with high-calcium bases 


METHOD OF APPLICATION: Apply test patch. Apply one coat of product with brush, 
roller or low-pressure spray. Apply product diluted according to directions. 
Allow 3-5 minutes dwell time. Remove product with water rinse. 


PRECAUTIONS. Avoid contact with skin and eyes. Protect aluminum, glass, painted 
surfaces, shrubbery, and asphaltic materials from overspray. Apply at tempera- 
ture above 40F 


POSSIBLE ADVERSE EFFECTS: Product can etch aluminum and glass. Product may have 
a bleaching effect on masonry if not diluted. 


TESTS/REPORTS: “Cleaning of Building Exteriors’, by Norman R. Weiss, Technology 
and Conservation, fall 1976. 


SPECIFICATION ON FILE: 


PRESERVATION CONCERNS. Product may etch adjacent materials. Product may bleach 
masonry if directions are not carefully executed 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED. 04/15/86 BY WHOM: Monica E. Diffenderfer, C.A.C., Atlantr 
LAST UPDATE: 06/02/86 











MASONRY PRODUCT INFORMATION 
PRODUCT NAME ULTRA-KLEAN REGULAR WATER-REPELLENT PATENTED 


MANUFACTURER, Glidden Coatings and Resins 
SUBSIDIARY OF S.C_\M. Corporation 
ADDRESS. 925 Euchd Avenue 
Cleveland, OM 44115 USA 


CONTACT. Bernice Bolek TITLE: P.R. Manager 
PHONE: (216) 344-8216 
PRODUCT TYPE: Water-repellent Coating SPECS ON FILE: 
CSI NO. 07100 


COMPOSITION: modified stearate (“non -silicone") 


DESCRIPTION. Product penetrates deeply into surface allowing vapor transmission 
through the treated surface to reduce cracking and spalling. Properly applied, 

it forms a highly effective barrier against moisture migration, reduces streaks 

and color changes. 


SUBJECT MATERIALS. architectural concrete, dense clay brick, natural stone 


METHOD OF APPLICATION: Apply test patch. Begin with clean, dry surface. Apply 
one coat of product with brush, roller or low-pressure spray. 


PRECAUTIONS: Avoid contact with skin and eyes. Avoid hazardous vapors; provide 
adequate ventilation. Protect aluminum, glass, painted surfaces, shrubbery and 
asphaltic materials from overspray. Apply on dry days. Apply at temperature 

above 40F 


POSSIBLE ADVERSE EFFECTS: Slight darkening may be noticed on some surfaces. 


TESTS/REPORTS. Test reports available from manufacturer upon request, Stone 
Decay and Conservation by Amoroso and Fassina, Elsevier Science Publ. Co., 1983, 
p. 324-345. 

SPECIFICATION ON FILE: 


PRESERVATION CONCERNS: Product may slightly darken surface of material. 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED: 04/15/86 BY WHOM: Monica E. Diffenderfer, C_A.C., Atlanta 
LAST UPDATE: 06/02/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: VERSACRYL E #125 PATENTED ver 
MANUFACTURER: Applied Polymers of America, Inc 


ADDRESS: P.O. Box 2129 
Wayne, NJ 07470 USA 


CONTACT. Gerald Zakim TITLE. President 
PHONE: (201) 633-1130 
PRODUCT TYPE: Waterproof Coating SPECS ON FILE 
CSI NO. 07100 


COMPOSITION: acrylic resins 


DESCRIPTION: Clear sealer for cement and masonry surfaces requiring good 
exterior durability, high resistance to water-whitening and film discoloration, 
graffiti resistance. 


SUBJECT MATERIALS: brick, cement, masonry, stone 


METHOD OF APPLICATION: Apply test patch. Begin with clean, dry surface. Apply 
one coat of product with brush, roller or low-pressure spray. Allow 30 minutes - 
2 hours drying time between coats. 


PRECAUTIONS: Avoid hazardous vapors, provide adequate ventilation. Beware of 
wind-drift, protect pedestrian and vehicular traffic. Protect product from 
freezing. Apply at temperature above 40F. 


POSSIBLE ADVERSE EFFECTS: Product will leave cloudy coating if applied to damp 
surface. 


TESTS/REPORTS: ASTM and water repeliency weatherometer tests available from 
manufacturer upon request, Stone Decay and Conservation, by Amoroso and Fassina. 
Elsevier Science Publ. Co.. NY NY, 1983, p. 324-345. 

SPECIFICATION ON FILE: 


PRESERVATION CONCERNS. 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED: 03/07/86 BY WHOM: Monica E. Diffenderfer, C.A.C., Atlanta 
LAST UPDATE: 06/02/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: VERSACRYL E #90 PATENTED: yes 
MANUFACTURER: Applied Polymers of America, Inc 


ADDRESS. P.O. Box 2129 
Wayne, NJ 07470 USA 


CONTACT, Gerald Zakim TITLE: President 
PHONE: (201) 633-1130 
PRODUCT TYPE: Waterproof Coating SPECS ON FILE: 
CSI NO. 07100 


COMPOSITION: acrylic resins 


DESCRIPTION: Clear sealer for cement and masonry surfaces requiring good 
exterior durability, high resistance to water-whitening and film discoloration, 
graffiti resistance. Provides alkali resistance. 


SUBJECT MATERIALS: brick, cement, masonry, stone 


METHOD OF APPLICATION: Apply test patch. Begin with clean, dry surface. Apply 
one coat of product with brush, roller or low-pressure spray. Allow 30 minutes - 
2 hours drying time between coats. 


PRECAUTIONS: Avoid hazardous vapors, provide adequate ventilation. Beware of 
wind-drift, protect pedestrian and vehicular traffic. Protect product from 
freezing. Apply at temperature above 40F. 


POSSIBLE ADVERSE EFFECTS: 


TESTS/REPORTS: ASTM and water repellency Weatherometer tests available from 
manufacturer upon request, Stone Decay and Conservation, by Amoroso and Fassina, 
Elsevier Science Publ. Co.. NY NY 1983, p. 324-345. 

SPECIFICATION ON FILE: 


PRESERVATION CONCERNS: 


PROJECT EXAMPLES (DATE APPLIED): Refer to NBS Technical note 94! on Stone 
Preservatives 


DATE ENTERED. 04/29/86 BY WHOM: Monica E. Diffenderfer. C.A.C., Atlanta 
LAST UPDATE: 06/02/86 
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MASONRY PRODUCT INFORMATION 
PRODUCT NAME: VERSACRYL S PATENTED: ves 
MANUFACTURER: Applied Polymers of America, Inc 


ADDRESS P.O. Box 2129 
Wayne, NJ 07470 USA 


CONTACT. Gerald Zakim TITLE: President 
PHONE: (201) 633-1130 
PRODUCT TYPE: Waterproof Coating SPECS ON FILE 
CSI NO. 07100 


COMPOSITION: acrylic resins in solvent solution 


DESCRIPTION. Seals, glazes and waterproofs exposed and non-exposed, interior and 
exterior surfaces, protects from deterioration, color change and simplifies 
cleaning and maintenance 


SUBJECT MATERIALS. concrete, granite, limestone, marble (interior and exterior) 


METHOD OF APPLICATION: Apply test patch. Begin with clean, dry surface. Apply 
one coat of product with brush, roller or low-pressure spray. Allow 30 minutes - 
2 hours drying time between coats 


PRECAUTIONS: Avoid hazardous vapors, provide adequate ventilation. Beware of 
wind-drift, protect pedestrian and vehicular traffic. Protect product from 
freezing. Apply at temperature above 40F Do not apply product over other 
coatings 


POSSIBLE ADVERSE EFFECTS: Product will leave cloudy coating if applied to damp 
surface. 


TESTS/REPORTS: ASTM and water repellency Weatherometer tests available from 
manufacturer upon request, Stone Decay and Conservation, by Amoroso and Fassina, 
Elsevier Science Publ. Co.. NY NY, 1983, p. 324-345. 

SPECIFICATION ON FILE: 


PRESERVATION CONCERNS: Not to be used in environment where high constant 
humidity exists or where subject to immersion in water. 


PROJECT EXAMPLES (DATE APPLIED) 


DATE ENTERED: 03/07/86 BY WHOM: Monica E. Diffenderfer. C.A.C.. Atlanta 
LAST UPDATE: 06/02/86 








MASONRY PRODUCT INFORMATION 
PRODUCT NAME: WATER SEAL 10! PATENTED ves 
MANUFACTURER: E. A. Thompson 


ADDRESS: 825 Crossover Lane, Suite 240 
Memphis, TN 38117 USA 


CONTACT: Wayne West TITLE: Tech. Chem. Rep 
PHONE: (901) 685-7555 
PRODUCT TYPE: Water-repellent Coating SPECS ON FILE: yes 
CSI NO. 07100 
COMPOSITION: polymerized organic and inorganic solids in aliphatic 0 


silicones, lead or mercuric compounds, 10% solids 


DESCRIPTION: Water-repellent coating prevents efflorescence and deterioration, 
penetrates to form a coating below surface, makes materials resistant to attack 
of mild acid solutions 


SUBJECT MATERIALS: adobe brick, brick, concrete, concrete block, rough marble, 
stucco 


METHOD OF APPLICATION: Apply test patch. Begin with clean, dry surface. Apply 
one coat of product with brush, roller or low-pressure spray. Apply product di- 
luted according to instructions. 


PRECAUTIONS: Avoid hazardous vapors, provide adequate ventilation. Beware of 
wind-drift, protect pedestrian and vehicular traffic. Apply at temperature above 
40F. 


POSSIBLE ADVERSE EFFECTS: Stabilized adobe (containing asphalt), limestone, 
stucco colored coats(containing iron compounds), and light concrete may “bleed” 
resulting in discoloration. 


TESTS/REPORTS: Test results furnished upon request by manufacturer 


SPECIFICATION ON FILE: yes 


PRESERVATION CONCERNS: Product may cause discoloration on the surface of certain 


materials. 


PROJECT EXAMPLES (DATE APPLIED): 


DATE ENTERED: 03/05/86 BY WHOM: Monica E. Diffenderfer, C_A.C., Atlanta 
LAST UPDATE 
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